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Notice 
1. All information included in this document is current as of the date this document is issued. Such information, however, is 

subject to change without any prior notice. Before purchasing or using any Renesas Electronics products listed herein, please 
confirm the latest product information with a Renesas Electronics sales office. Also, please pay regular and careful attention to 
additional and different information to be disclosed by Renesas Electronics such as that disclosed through our website. 

2. Renesas Electronics does not assume any liability for infringement of patents, copyrights, or other intellectual property rights 
of third parties by or arising from the use of Renesas Electronics products or technical information described in this document.  
No license, express, implied or otherwise, is granted hereby under any patents, copyrights or other intellectual property rights 
of Renesas Electronics or others. 

3. You should not alter, modify, copy, or otherwise misappropriate any Renesas Electronics product, whether in whole or in part. 
4. Descriptions of circuits, software and other related information in this document are provided only to illustrate the operation of 

semiconductor products and application examples.  You are fully responsible for the incorporation of these circuits, software, 
and information in the design of your equipment.  Renesas Electronics assumes no responsibility for any losses incurred by 
you or third parties arising from the use of these circuits, software, or information. 

5. When exporting the products or technology described in this document, you should comply with the applicable export control 
laws and regulations and follow the procedures required by such laws and regulations.  You should not use Renesas 
Electronics products or the technology described in this document for any purpose relating to military applications or use by 
the military, including but not limited to the development of weapons of mass destruction.  Renesas Electronics products and 
technology may not be used for or incorporated into any products or systems whose manufacture, use, or sale is prohibited 
under any applicable domestic or foreign laws or regulations. 

6. Renesas Electronics has used reasonable care in preparing the information included in this document, but Renesas Electronics 
does not warrant that such information is error free.  Renesas Electronics assumes no liability whatsoever for any damages 
incurred by you resulting from errors in or omissions from the information included herein. 

7. Renesas Electronics products are classified according to the following three quality grades:  “Standard”, “High Quality”, and 
“Specific”.  The recommended applications for each Renesas Electronics product depends on the product’s quality grade, as 
indicated below.  You must check the quality grade of each Renesas Electronics product before using it in a particular 
application.  You may not use any Renesas Electronics product for any application categorized as “Specific” without the prior 
written consent of Renesas Electronics.  Further, you may not use any Renesas Electronics product for any application for 
which it is not intended without the prior written consent of Renesas Electronics.  Renesas Electronics shall not be in any way 
liable for any damages or losses incurred by you or third parties arising from the use of any Renesas Electronics product for an 
application categorized as “Specific” or for which the product is not intended where you have failed to obtain the prior written 
consent of Renesas Electronics.  The quality grade of each Renesas Electronics product is “Standard” unless otherwise 
expressly specified in a Renesas Electronics data sheets or data books, etc. 

“Standard”: Computers; office equipment; communications equipment; test and measurement equipment; audio and visual 
equipment; home electronic appliances; machine tools; personal electronic equipment; and industrial robots. 

“High Quality”: Transportation equipment (automobiles, trains, ships, etc.); traffic control systems; anti-disaster systems; anti-
crime systems; safety equipment; and medical equipment not specifically designed for life support. 

“Specific”:  Aircraft; aerospace equipment; submersible repeaters; nuclear reactor control systems; medical equipment or 
systems for life support (e.g. artificial life support devices or systems), surgical implantations, or healthcare 
intervention (e.g. excision, etc.), and any other applications or purposes that pose a direct threat to human life. 

8. You should use the Renesas Electronics products described in this document within the range specified by Renesas Electronics, 
especially with respect to the maximum rating, operating supply voltage range, movement power voltage range, heat radiation 
characteristics, installation and other product characteristics. Renesas Electronics shall have no liability for malfunctions or 
damages arising out of the use of Renesas Electronics products beyond such specified ranges. 

9. Although Renesas Electronics endeavors to improve the quality and reliability of its products, semiconductor products have 
specific characteristics such as the occurrence of failure at a certain rate and malfunctions under certain use conditions. Further, 
Renesas Electronics products are not subject to radiation resistance design.  Please be sure to implement safety measures to 
guard them against the possibility of physical injury, and injury or damage caused by fire in the event of the failure of a 
Renesas Electronics product, such as safety design for hardware and software including but not limited to redundancy, fire 
control and malfunction prevention, appropriate treatment for aging degradation or any other appropriate measures.  Because 
the evaluation of microcomputer software alone is very difficult, please evaluate the safety of the final products or system 
manufactured by you. 

10. Please contact a Renesas Electronics sales office for details as to environmental matters such as the environmental 
compatibility of each Renesas Electronics product.  Please use Renesas Electronics products in compliance with all applicable 
laws and regulations that regulate the inclusion or use of controlled substances, including without limitation, the EU RoHS 
Directive.  Renesas Electronics assumes no liability for damages or losses occurring as a result of your noncompliance with 
applicable laws and regulations. 

11. This document may not be reproduced or duplicated, in any form, in whole or in part, without prior written consent of Renesas 
Electronics. 

12. Please contact a Renesas Electronics sales office if you have any questions regarding the information contained in this 
document or Renesas Electronics products, or if you have any other inquiries. 

(Note 1) “Renesas Electronics” as used in this document means Renesas Electronics Corporation and also includes its majority-
owned subsidiaries. 

(Note 2) “Renesas Electronics product(s)” means any product developed or manufactured by or for Renesas Electronics. 
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看门狗定时器

WDT的计数时钟

当低速内部振荡器无法
通过选项字节停止时，
fRL 自动选择位计数时钟。

另外，如果当低速内部
振荡器可以通过选项字
节停止时，计数时钟可
以通过WDTM寄存器选

择。

64-KB 
地址空间

0800h
07FFh

0000h

特殊功能寄存器 (SFR)
256B

内部 RAM 128B

Flash 存储器 1KB (0000-03FFh)

禁止使用

µ PD78F9210 (1KB Flash 版本)

特殊功能寄存器(SFR)
256B

内部 RAM 128B

Flash存储器 2KB
(0000-07FFh)

禁止使用

µ PD78F9211 (2KB Flash 版本)存储空间

向量表区域

CALLT表区域

选项字节区域(0080h)

保护字节区域 (0081h)
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INTTMH1 信号

01234567
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fxp/64

fxp/4096

fRL/128

CKS
12

CKS
11

CKS
10

TMM
D11

TMM
D10

TOL
EV1

TO
EN1

TMH
E1

01234567

0
0
0
0
1
1

0
0
1
1
0
0

0
1
0
1
0
1

fxp
fxp/4
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TMH1 –
8位定时器 H1

PWM (脉冲方式调节器) 
功能

这个功能通过设置
CMP01 为周期值，设
置CMP11 为占空比，
来输出脉冲。

ANI0

特殊功能寄存器(SFR)
256B

内部RAM 128B

Flash存储器 4KB
(0000-0FFFh)

禁止使用

µ PD78F9212 (4KB Flash 版本)

向量表区域

CALLT表区域

选项字节区域(0080h)

保护字节区域 (0081h)
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0FFFh

TI000
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PU4
上拉电阻选项寄存器 4
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P-ch

P41

P41

P
41

1

PM
41

1

VDD
PU4
上拉电阻选项寄存器 4

PU
41

1

当P40引脚用作
输入端口时，可
以连接内置上拉
电阻。

当P41引脚用作
输入端口时，可
以连接内置上拉
电阻。

当P20引脚用作输
入端口时，可以连
接内置上拉电阻。

PM4
端口模式寄存器 4
0: 输出, 1: 输入:

P4
端口寄存器 4

P4
端口寄存器 4

PM4
端口模式寄存器 4
0: 输出, 1: 输入:

P2
端口寄存器 2

PM2
端口模式寄存器 2
0: 输出, 1: 输入:

PMC2  
端口模式控制寄存器 2
0: 端口,  1: A/D输入

0: 停止定时器计数操作
(计数器清零)

1: 允许定时器计数操作
(通过输入时钟开始计数操作)

TMHMD1  
8位定时器 H 
模式寄存器 1

CMP11
8位定时器 H
比较寄存器 11

TMH1
8位定时器
计数器 H1

CMP01
8位定时器 H
比较寄存器 01

输出
控制器

相等

相等

计数时钟选择
(禁止设定表以外的值)

00: 间隔定时器模式
10: PWM 输出模式

0: 定时器输出电平为低电平 1: 高电平

0: 禁止输出,  1: 允许输出

地址: FF70h   
读/写
复位后: 00h

地址: FF0Fh
读/写
复位后: 00h

地址: FF0Eh
读/写
复位后: 00h

选
择

器

地址: FF48h
读/写
复位后: 67h

时钟选择(只有当低速内部振荡器
可以停止时时钟选择有效)

fRL (低速内部振荡器时钟)
fx (系统时钟)

WDT 操作停止
WDT 操作停止

地址: FF49h
读/写
复位后: 9Ah

写入 Ach 值来清除这个计数器。
写入的是 Ach 以外的值将会产生一个复位信号。
另外，读取这个寄存器的值始终为 9Ah。

WDTE
WDT 允许寄存器

1) 选择fRL 时，如果这3位的值是K，溢出时
间是fRL/2(11+K)。
如果 K = 3，溢出时间是 fRL/214。

2) 选择fx时，如果这3位的值是K，溢出时
间是fx/2(13+K).
如果 K = 3，溢出时间是 fx/216.

单页手册
简洁和易读



TM00
16位定时器
计数器 00

CR000
16位定时器捕捉/
比较寄存器 000

TMC00
16位定时器模式
控制寄存器 00

TM00 -
16位定时器
/事件计数器 00

地址: FF60h
读/写
复位后: 00h
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OSP
E00

TOC
004

LVS
00

LVR
00

TOC
001

TOE
000

TOC00
16 位定时器输出
控制寄存器 00

0123456789101112131415

(FF13h) (FF12h)

0123456789101112131415

(FF15h) (FF14h)

读/写
复位后: 0000h

0123456789101112131415

(FF17h) (FF16h)

0 0 0 0 TMC
003
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00
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不改变
不改变

<A>
<B>
⎯
⎯

<A>
<B>

不产生
不产生
在<A>产生
在<A>产生
在<A>产生
在<A>产生
在<A>产生
在<A>产生

操作停止(清除 TM00 为 00h)
操作停止(清除 TM00 为 00h)
自由运行模式
自由运行模式
在TI000 引脚的有效沿时清除和开始
在TI000 引脚的有效沿时清除和开始
在TM00 和CR000 相等时清除和开始
在TM00 和CR000 相等时清除和开始

CRC00
捕捉/比较控制
寄存器 00

地址: FF62h
读/写
复位后: 00h

0 0 0 0 0 CRC
002

CRC
001

CRC
000

CR010 操作模式选择
0: 比较, 1: 捕捉

CR000 操作模式选择
0: 比较, 1: 捕捉

CR000 捕捉触发选择
0: 在TI010 的有效沿捕捉
1: 通过倒相器在TI000 的有效沿捕捉

01234567

01234567
地址: FF63h
读/写
复位后: 00h

定时器输出控制
0: 禁止输出 ,  1: 允许输出

使用CR000 和TM00 相等来
控制定时器输出 F/F

0: 禁止倒置操作
1:允许倒置操作

定时器输出 F/F 状态设置
[0:0] 不改变
[0:1] 定时器输出 F/F 复位 (0)
[1:0] 定时器输出 F/F 设置 (1)
[1:1] 禁止设置

使用CR010 和TM00 相等来
控制定时器输出 F/F

0: 禁止倒置操作
1:允许倒置操作

单脉冲输出操作控制
0: 连续脉冲输出模式
1:单脉冲输出模式

由软件控制单脉冲输出触发
0: 无单脉冲输出触发
1:无单脉冲输出触发

PRM00
预分频模式寄存器 00

01234567
ES
110

ES
100

ES
010

ES
000 0 0 PRM

001
PRM
000

计数时钟选择
[0:0] fxp (10 MHz)
[0:1] fxp/4 (2.5 MHz)
[1:0] fxp/256 (39.06 kHz)
[1:1] TI000 引脚有效沿

TI000 引脚有效沿选择
[0:0] 下降沿
[0:1] 上升沿
[1:0] 禁止设置
[1:1] 下降沿和上升沿

TI010 引脚有效沿选择
[0:0] 下降沿
[0:1] 上升沿
[1:0] 禁止设置
[1:1] 下降沿和上升沿

地址: FF61h
读/写
复位后: 00h

操作模式和清除模式
的选择

TO00 倒置

时序选择
产生中断请求

<A> TM00 和CR000 相等或者TM00 和CR010 相等
<B> TM00 和CR000 相等，TM00 和CR010 相等或者TI000 引脚有效沿

0: 不检测溢出, 1: 检测溢出

INTTM000 信号

INTTM010 信号

CRC001

输出控制器

单脉冲功能

当输入一个触发，这个功
能输出一个无效电平，直
到这个电平到达比较寄存
器 1(CR010)的值。之后
这个功能输出一个有效电
平。直到这个电平到达比
较寄存器 0(CR000)的值。
后这个功能再输出一个

无效电平。

PPG (可编程脉冲发生
器) 功能

这个功能通过设置
CR000 为周期值和
CR010 为占空比来输出
脉冲。

外部事件计数功能 　　

这个功能计数输入到
TI000 引脚的脉冲。当
计数值和比较寄存器
0(CR000)的值相等时，
这个功能产生一个中断
请求。使用PRM00 寄存
器来设置输入脉冲的有
效沿。

脉冲宽度测量功能

这个功能是在检测到输入
到TI000 或者TI010 引脚
的脉冲沿的处罚，捕捉
TM00 计数器的值。可以
通过上升沿和下降沿的时
间值来计算脉冲宽度。

地址: FFE0h
读/写
复位后: 00h

ADIFTMIF
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TMIF
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TMIF
H1 PIF1 PIF0 LVIIF 0

01234567
IF0
中断请求
标志寄存器 0
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TMM
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TLVI

TMH1A/D
16位

定时器0 LVI

0: 没有中断请求产生
1: 产生一个中断请求，并且生成这个中断

0: 允许中断服务 1: 禁止中断服务

地址: FFE4h
读/写
复位后: FFh

MK0
中断屏蔽
标志寄存器 0

1234567 中断优先级顺序

中断控制
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PU2
上拉电阻选项寄存器

寄存器 2

PU
21

1

P21

P21

VDD

P-ch

当P21引脚用作
输入端口，可以
连接到内置上拉
电阻。

PMC
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P
43

P32/IN
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16
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INTM0  
外部中断模式
寄存器 0

0 0 ES
11

ES
10

ES
01
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01234567

INTP0 有效沿选择
[0:0] 下降沿
[0:1] 上升沿
[1:0] 禁止设置
[1:1] 下降沿和上升沿

地址: FFECh
读/写
复位后: 00h

INTP1 有效沿选择
[0:0] 下降沿
[0:1] 上升沿
[1:0] 禁止设置
[1:1] 下降沿和上升沿
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PU3
上拉电阻选项寄存器

寄存器 3

PU
32
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VDD
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读
复位后: 0000h

相等
在捕捉时在比较时

fxp/4
fxp/256

PRM001
PRM000

相等
在捕捉时

CR010
16位定时器捕捉/
比较寄存器 010

读/写
复位后: 0000h

TI000

ANI1

TO00

INTP0

P
42

2

PM
42

2

PU4
上拉电阻选项寄存器

寄存器 4

PU
42

2

P42

P42

VDD

P
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43

3

PU4
上拉电阻选项寄存器

寄存器 4

PU
43

3

P43

P43

VDD

INTP1

TI000

TI010

TI000

中断请求信号

到 CPU 的中断

待机释放信号

虚线区域只用于外部中断
(INTP0, INTP1)

IE

7
PSW
程序状态字

当P42引脚用作
输入端口，可以
连接到内置上拉
电阻。

当P43引脚用作
输入端口，可以
连接到内置上拉
电阻。

当P32引脚用作
输入端口，可以
连接到内置上拉
电阻。

P3
端口寄存器 3

PM3
端口模式寄存器 3

0: 输出, 1: 输入

P4
端口寄存器 4

PM4
端口模式寄存器 4

0: 输出, 1: 输入

PM4
端口模式寄存器 4

0: 输出, 1: 输入

P4
端口寄存器 4

P2
端口寄存器 2

PM2
端口模式寄存器 2

0: 输出, 1: 输入

PMC2  
端口模式
控制寄存器 2
0: 端口,  1: A/D 输入

在比较时

选
择

器
选

择
器

IF0

MK0

INTM0
Edge�
detector

P-ch

P-ch

边缘检测



高速内部振荡器的
振荡/停止设定
当通过选项字节不选择高速内
部振荡时钟，时钟将自动停止
振荡来降低功耗。
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P-ch

PU2
上拉电阻选项寄存器 2

PU
23
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8

X1

X2

Vss

(1) 晶体/陶瓷振荡器

WDT(看门狗定时器)
8位定时器 H1

X1

X2

Vss
外部时钟

可以用于端口功能

(2) 外部时钟输入

X1

X2

Vss

可以用于端口功能

可以用于端口功能.

(3) 高速内部振荡

• 500KHz ～ 10MHz
• 不能通过STOP指令来停止振荡

• 500KHz ～ 10MHz
• 可以通过STOP指令来停止振荡
• P122/X2 引脚可以用于端口功能

• 8MHz(typ.)
•可以通过STOP指令来停止振荡
• P121/X1, P122/X2引脚可以

用于端口功能

选项字节

地址: 0080h
读/写
复位后:
未定义

1 DEFO
STS1

DEFO
STS0 1 RM

CE
OSC
SEL1

OSC
SEL0

LIO
CP

01234567

低速内部振荡器
0: 可以通过程序来停止
1: 无法停止

[0:0] 晶体/陶瓷振荡时钟
[0:1] 外部时钟输入
[1:X] 高速内部振荡时钟

上电或者复位释放后的振荡稳
定时间

0
0
1
1

0
1
0
1

210 clock
212 clock
215 clock
217 clock

这个指定区域只有在选择
晶体/陶瓷振荡器时才起作用

P34/RESET 引脚

0: 用作 P34,
1: 用作 RESET 引脚

OSTS
振荡稳定时间
选择寄存器

地址: FFF4h
读/写
复位后:
未定义

0 0 0 0 0 0 OST
S1

OST
S0

01234567

STOP模式后的振荡稳定时间

0
0
1
1

0
1
0
1

210 时钟
212 时钟
215 时钟
217 时钟

这个指定区域只有在选择
晶体/陶瓷振荡器时才起作用

1/1 1/2 1/4

选择器

1/1 1/4

fxp

PPCC
Pre-PCC 寄存器

地址: FFF3h
读/写
复位后: 02h

0 0 0 0 0 0 PP
CC1

PP
CC0

01234567

[0:0] 1/1
[0:1] 1/2
[1:0] 1/4

地址: FFFBh
读/写
复位后: 02h

0 0 0 0 0 0 PCC
1 0

01234567

0: 1/1 
1: 1/4

PCC
PCC 寄存器

处理时钟
控制(PCC)

外围硬件时钟

CPU 时钟

通过选项字节
选择

fRH

LSRCM  
低速内部振荡模式寄存器
地址: FF58h, 读/写, 复位后: 00h

0 0 0 0 0 0 0 LSR
STOP

01234567

0: 低速内部振荡, 1: 停止

选项
字节

LIO
CP

0

0:可以通过程序来停止
1:无法停止

PCC

PPCC

系统时钟

V
D

D

LVIM  低电压检测寄存器
地址: FF50h, 读/写, 复位后: 00H

LVI
ON 0 0 0 0 0 LVI

MD
LVI
F

01234567

低电压检测标志
1: 低电压检测

(这位只读)
低电压检测操作
0: 产生中断 (INTLVI)
1: 产生复位

0: 禁止操作
1: 允许操作

LVIS  低电压检测电平选择寄存器
地址: FF51h, 读/写, 复位后: 00H

0 0 0 0 LVIS
3

LVIS
2

LVIS
1

LVIS
0

01234567

左图显示了通过这4位的值

来进行低电压电平检测。

2V

3V

4V

5V

0
1

2
3

4

9

4.3 ± 0.2V
4.1 ± 0.2V

3.9 ± 0.2V
3.7 ± 0.2V

3.5 ± 0.2V

5 3.3 ± 0.15V

6 3.1 ± 0.15V

7 2.85 ± 0.15V

8 2.6 ± 0.15V

2.35 ± 0.15V

当 VDD 低于下面的电压，

低电压检测有效。

POC检测电压 2.1 ± 0.1V

当 VDD 高过这些检测电平，则判断电源开。
然后，POC电路产生一个复位信号。

POC/LVI　
上电清零/低电压检测

INTLVI 信号

(仅当 LVIMD=0)

通过LVI 实现复位功能

代替中断信号，当低电压

检测时可以同样产生复位
信号。当需要产生复位信
号，设置LVIMD 为1。

5

P
46

P46

P
46

6

PM
46

6

VDD

P-ch

PU4
上拉电阻选项寄存器 4

PU
46

6

7

P
47 6

PMC
23

3

P23

X1

处理器寄存器

01234567

0123456789101112131415

程序计数器

Z 0 AC 0 0 1 CYIE
PSW
程序状态字

01234567

中断允许
0: 禁止中断 (DI)
1: 允许中断 (EI)

辅助进位标志 (从位3进位)
0: 不产生 ,  1: 产生

零标志
0: 用于非0的其他值
1: 用于 0

进位标志
0: 不产生
1: 产生

0123456789101112131415

SP 堆栈指针

01234567

01234567

01234567

01234567

01234567

01234567

01234567

AX

CB

ED

LH

通用寄存器
(其中两个相连的寄存器可以连接起来
作为一个16位寄存器)

P47

P
47

7

PM
47

7

VDD
PU4
上拉电阻选项寄存器 4

fCPU

fRL低速内部振荡器 (典型值 240kHz)

高速内部振荡器 (典型值
8MHz)

OSC
SEL1

OSC
SEL0选项字节

2

[1:X] 高速内部振荡时钟

1

ANI3

P47

P46

当P23引脚用作
输入端口，可以
连接到内置上拉
电阻。

当P46引脚用作
输入端口，可以
连接到内置上拉
电阻。

当P47引脚用作输入
端口，可以连接到
内置上拉电阻。

PM2
端口模式寄存器 2
0: 输出, 1: 输入:

P2
Port register 2

PMC2  
端口模式控制寄存器 2
0: 端口,  1: A/D输入

PM4
端口模式寄存器 4
0: 输出, 1: 输入:

P4
端口寄存器 4

P4
端口寄存器 4

PM4
端口模式寄存器 4
0: 输出, 1: 输入

PU
47

7

选择器

fx

选择器

P-ch



P
44

P-ch
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ADM
A/D 转换器模式寄存器

0: 停止参考电压产生器
1: 允许

地址: FF80h
读/写
复位后: 00h

AD
CS 0 FR

2
FR
1

FR
0 0 0 AD

CE

0: 停止转换操作
1: 允许 0

0
0
0
1
1
1
1

0
0
1
1
0
0
1
1

0
1
0
1
0
1
0
1

36/fxp
48/fxp
72/fxp
112/fxp
72/fxp
96/fxp
144/fxp
224/fxp

0 0 ADS
1

ADS
00 0

地址: FF81h
读/写
复位后: 00h

0 0

ADS  模拟输入通道专用寄存器
[0:0] ANI0
[0:1] ANI1
[1:0] ANI2
[1:1] ANI3

转换时间选择

0 00 00 0

0123456789101112131415

(FF19h) (FF18h)

ADCR  
10位 A/D 转换结果寄存器
读,  复位后: 未定义

A/D转换结果
MSB LSB

采样和
保持电路

电压比较器

01234567

01234567

P
45

P
22/X

2/A
N

I2

10位 A/D 转换器 (4 通道) 

采样时间包括在转换时间表内

INTAD 信号

P
45

0

PM
45

0

PU4
上拉电阻选项寄存器 4

PU
45

5

P45

P45

VDD

P-ch
MSB

01234567

ADCRH  
8位 A/D 转换结果寄存器
读,  复位后: 未定义

A/D 转换结果

(FF1Ah)

P
22

2

PM
22

2

PU2
上拉电阻选项寄存器 2

PU
22

2

P22

P22

VDD

P-ch

PMC
22

2

A/D 转换结束

10位/8位模式
A/D 转换结果

这个 A/D 转换器产生一个

二进制结果并且保存下面

两个寄存器的结果。

ADCRH: 8位 A/D 结果
ADCR: 10位 A/D 结果

10

9

VSS

连续近似值寄存器 (SAR)

产生一个电压来比较

程序区域

复位输入保留
低电压检测

INTLVI
外部中断 0

INTP0
外部中断 1

INTP1
8位定时器H
INTTMH1

16位定时器
INTTM000

16位定时器
INTTM010

A/D 转换器
INTAD

CALLT3 CALLT2 CALLT1 CALLT0CALLT7 CALLT6 CALLT5 CALLT4

CALLT11 CALLT10 CALLT9 CALLT8CALLT15 CALLT14 CALLT13 CALLT12

CALLT19 CALLT18 CALLT17 CALLT16CALLT23 CALLT22 CALLT21 CALLT20

CALLT27 CALLT26 CALLT25 CALLT24CALLT31 CALLT30 CALLT29 CALLT28

CALLT 指令跳转表

选项字节程序区域

000xh
001xh
002xh
003xh
004xh
005xh
006xh
007xh
008xh

0123456789ABCDEF

CALLT 表区域和向量表区域
保护字节

1: WDT (看门狗定时器)
复位

RESF  复位控制标志寄存器
地址: FF54h,  读,  复位后: 00H

0 0 0 WDT
RF 0 0 0 LVI

RF

01234567

1: LVI (低电压检测) 
复位

读取这个寄存器将把这位清零

复位控制

P34

复位
12

P
34/R

E
S

E
T

选项字节

RM
CE

保留

待机功能

外部中断

LVI(低电压检测器)

A/D 转换器

WDT (看门狗)
8位定时器H1
16位定时器

I/O 端口

CPU

系统时钟

HALT 模式
(CPU 操作停止。
系统时钟振荡继续)

⎯

√

√

√

√

√

注 2

√(保持HALT模式前
设置的状态)

√ (CPU 时钟停止)

STOP 模式
(CPU 操作停止。系统时
钟振荡停止)

⎯

⎯

注 1

√

√

⎯

注 2

√ (保持STOP模式前
设置的状态)

⎯

√ : 操作
⎯ :停止操作

注 1. 当选择低速内部振荡时钟时操作。
注 2. 当通过选项字节禁止低速内部振荡中断时操作。

当时通过选项字节允许低速内部振荡中断操作。

封装信息

• 16引脚塑封 SSOP

封装码 : GR–JJG
厚度 : 1.44 mm
公称尺寸 : 5.72 mm (225)
引脚间距 : 0.65 mm

外观尺寸

在任一个模式中，所有前面
寄存器，标志，数据和存储
器区域的内容都保留。同样
保留I/O端口的输出锁存的状

态和输出缓冲。
要释放HALT 或者STOP 模
式，产生一个复位或者可评
比中断请求。

ANI0

ANI1

ANI2

X2

P
44

4

PM
44

4

PU4
上拉电阻选项寄存器 4

PU
44

4

P44

P44

VDD

ANI3

No.1 引脚 (P20/ANI0/TI000/TOH1引脚)

No.16引脚( P21/ANI1/TI010/TO00/INTP0引脚)

1

8

16

9

6.2±0.3

4.4±0.2

5.2±0.3
0.65

VDD
D/A

转换器

当P22引脚用作
输入端口，可以
连接到内置上拉
电阻。

当P45引脚用作
输入端口，可以
连接到内置上拉
电阻。

当P44引脚用作
输入端口，可以
连接到内置上拉
电阻。

PM2
端口模式寄存器 2

0: 输出, 1: 输入

PMC2  
端口模式控制
寄存器 2
0: 端口,  1: A/D 输入

PM4
端口模式寄存器 4

0: 输出, 1: 输入

P4
端口寄存器 4

P2
端口寄存器 2

P4
端口寄存器 4

PM4
端口模式寄存器 4

0: 输出, 1: 输入

选
择

器

*  当这个引脚用作于输入端口时，
P34必须连接一个外部上拉电阻。
这样就不会执行RESET引脚的
复位输入。

选
择

器

复位源
(1) 通过RESET引脚输入外部复位
(2) 通过WDT(看门狗定时器)程序循环检测来内

部复位
(3) 通过比较供电电压和POC(上电清零电路)的

的检测电压来内部复位
(4) 通过比较供电电压和LVI(低电压检测器)的

的检测电压来内部复位

P-ch


