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¢ The information in this document is current as of J uly, 2008. The information is subject to change
without notice. For actual design-in, refer to the latest publications of NEC Electronics data
sheets or data books, etc., for the most up-to-date specifications of NEC Electronics products.
Not all products and/or types are available in ever y country. Please check with an NEC
Electronics sales representative for availability an d additional information.

¢ No part of this document may be copied or reproduced in any form or by any means without the prior
written consent of NEC Electronics. NEC Electronics assumes no responsibility for any errors that may
appear in this document.

< NEC Electronics does not assume any liability for infringement of patents, copyrights or other intellectual
property rights of third parties by or arising from the use of NEC Electronics products listed in this
document or any other liability arising from the use of such products. No license, express, implied or
otherwise, is granted under any patents, copyrights or other intellectual property rights of NEC
Electronics or others.

«  Descriptions of circuits, software and other related information in this document are provided for
illustrative purposes in semiconductor product operation and application examples. The incorporation of
these circuits, software and information in the design of a customer's equipment shall be done under the
full responsibility of the customer. NEC Electronics assumes no responsibility for any losses incurred by
customers or third parties arising from the use of these circuits, software and information.

«  While NEC Electronics endeavors to enhance the quality, reliability and safety of NEC Electronics
products, customers agree and acknowledge that the possibility of defects thereof cannot be eliminated
entirely. To minimize risks of damage to property or injury (including death) to persons arising from
defects in NEC Electronics products, customers must incorporate sufficient safety measures in their
design, such as redundancy, fire-containment and anti-failure features.

« NEC Electronics products are classified into the following three quality grades: "Standard", "Special" and

"Specific".

The "Specific" quality grade applies only to NEC Electronics products developed based on a customer-

designated "quality assurance program" for a specific application. The recommended applications of an

NEC Electronics product depend on its quality grade, as indicated below. Customers must check the

quality grade of each NEC Electronics product before using it in a particular application.

"Standard": Computers, office equipment, communications equipment, test and measurement
equipment, audio and visual equipment, home electronic appliances, machine tools,
personal electronic equipment and industrial robots.

"Special":  Transportation equipment (automobiles, trains, ships, etc.), traffic control systems,
anti-disaster systems, anti-crime systems, safety equipment and medical equipment
(not specifically designed for life support).

"Specific":  Aircraft, aerospace equipment, submersible repeaters, nuclear reactor control
systems, life support systems and medical equipment for life support, etc.

The quality grade of NEC Electronics products is "Standard" unless otherwise expressly specified in NEC
Electronics data sheets or data books, etc. If customers wish to use NEC Electronics products in applications
not intended by NEC Electronics, they must contact an NEC Electronics sales representative in advance to
determine NEC Electronics' willingness to support a given application.

(Note)

(1) "NEC Electronics" as used in this statement means NEC Electronics Corporation and also includes its
majority-owned subsidiaries.

(2) "NEC Electronics products" means any product developed or manufactured by or for NEC Electronics (as
defined above).
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Regional Information

Some information contained in this document may vary from country to country. Before using any
NEC product in your application, please contact the NEC office in your country to obtain a list of
authorized representatives and distributors. They will verify:

Device availability
Ordering information

Product release schedule

Availability of related technical literature

Development environment specifications (for example, specifications for third-party tools and
components, host computers, power plugs, AC supply voltages, and so forth)

Network requirements

In addition, trademarks, registered trademarks, export restrictions, and other legal issues may also
vary from country to country.

NEC Electronics America Inc.
Santa Clara, California

Tel:

408-588-6000
800-366-9782

Fax: 408-588-6130

800-729-9288

NEC Electronics (Europe) GmbH
Duesseldorf, Germany

Tel:

0211-65 030

Fax: 0211-65 03 1327

Sucursal en Espafa
Madrid, Spain

Tel: 091- 504 27 87
Fax: 091- 504 28 60

Succursale Francaise
Vélizy-Villacoublay, France
Tel: 01-30-67 58 00
Fax: 01-30-67 58 99

Filiale Italiana
Milano, Italy

Tel: 02-66 75 41
Fax: 02-66 75 42 99

Branch The Netherlands
Eindhoven, The Netherlands
Tel:  040-265 40 10

Fax: 040-244 45 80

Tyskland Filial
Taeby, Sweden
Tel:  08-638 7200
Fax: 08-638 7222

United Kingdom Branch
Milton Keynes, UK

Tel: 01908-691-133
Fax: 01908-670-290
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CAUTION

This is a Test- and Measurement equipment with possibility to be significantly
altered by user through hardware enhancements/modifications and/or test or
application software. Thus, with respect to Council Directive 89/336/EEC
(Directive on compliance with the EMC protection requirements), this equipment
has no autonomous function. Consequently this equipment is not marked by the
CE-symbol.

EEDT-ST-005-10

CAUTION

This equipment should be handled like a CMOS semiconductor device. The
user must take all precautions to avoid build-up of static electricity while
working with this equipment. All test and measurement tool including the
workbench must be grounded. The user/operator must be grounded using
the wrist strap. The connectors and/or device pins should not be touched
with bare hands.

EEDT-ST-004-10

For customers in the European Union only

Redemption of Waste Electrical and Electronic Equipment
(WEEE) in accordance with legal regulations applicable in the
European Union only: This equipment (including all
accessories) is not intended for household use. After use the
equipment cannot be disposed of as household waste. NEC
Electronics (Europe) GmbH offers to take back the equipment.
All you need to do is register at http://www.eu.necel.com/weee
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1.

Introduction

EB-V850ES/JG3L-EE is a demonstration kit for the NEC J_Series V850ES microcontroller family. It
supports On-Board debugging, FLASH programming and real time execution of application programs. The
board is prepared to be connected to user hardware parts such as digital I/O or analogue signals.

1.1 Main features of EB-V850ES/JG3L-EE

Easy to use device demonstration capabilities
EB-V850ES/JG3L-EE contains elements to easily demonstrate simple I/O-functions, i.e. push buttons,
7 segment LED output, AD reference voltage, /O lines, UART serial interface.

Power supply via USB interface
EB-V850ES/JG3L-EE is powered via USB interface, no separate power supply is needed.

On-Board debug function

The EB-V850ES/JG3L-EE supports an On-Board debug function by using the IAR C-SPY debugger,
without a need of additional debug hardware. It allows FLASH programming and supports standard
debug functions i.e. code execution, single stepping, software breakpoints, memory manipulation etc.

N-Wire debugging

The EB-V850ES/JG3L-EE is prepared to be equipped with a KEL adapter in order to connect the QB-
V850MINI-EE On-Chip debug emulator to use On-Chip debug function of the VB50ES/JG3-L device.
Please note, the QB-V850MINI-EE is separate product from NEC and it is not included in this
starterkit package.

FPL, FLASH programming software
A windows based FLASH programming software allows to select and download application programs
to the EB-V850ES/JG3L-EE board for evaluation purposes.

Analogue to digital signal conversion is supported
Various input / output signals available, such as

° Alll/O ports prepared to be connected to user hardware

° Timer input / output signals

°  Two or three wire serial /O

°  Virtual UART interface, via the uPD78F0730 78K0 8-bit microcontroller
with on-board USB interface

° 8 analogue input lines

¢ 7 segment LED

° 2 push buttons prepared for external interrupt generation

The IAR Embedded Workbench for V850 and the IAR C-SPY debugger / simulator are included.
These packages are restricted in such that maximum program code size is limited to 16 kByte.

Full documentation is included for the NEC V850ES/JG3-L device, the IAR Systems Embedded
Workbench, IAR Systems C-SPY debugger / simulator and the NEC FPL FLASH programming
software.

EB-V850ES/JG3L-EE is not intended for code development. NEC does not allow and does not
support in any way any attempt to use  EB-V850ES/JG3L-EE in a commercial or technical product.

User's Manual U19238EE1VOUMO0
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1.2 System requirements

HOST PC A PC supporting Windows 2000 or Windows XP is required for the IAR
Systems Embedded Workbench demo-version. A Pentium processor with
at least 1 GHz CPU performance, with at least 256 Mbytes of RAM,
allowing you to fully utilize and take advantage of the product features.
500 Mbytes of free disk space, and an additional 10 Mbytes of free disk
space on the Windows system drive.

A web browser and Adobe Acrobat Reader to be able to access all the
product documentation.

Host interface USB interface that enables communication based on USB (Verl.1 or later)

1.3 Package contents

Please verify that you have received all parts listed in the package contents list attached to the
EB-V850ES/JG3L-EE package. If any part is missing or seems to be damaged, please contact the dealer
from whom you received your EB-V850ES/JG3L-EE starterkit.

Note:  Updates to this User Manual, additional documentation and/or utilities for EB-V850ES/JG3L-EE
starterkit, if available, may be downloaded from the NEC WEB page(s) at
http://www.eu.necel.com/updates

1.4 Trademarks

IAR Embedded Workbench, visualSTATE, IAR MakeApp and C-SPY are registered trademarks of IAR
Systems AB. Microsoft and Windows are registered trademarks of Microsoft Corporation. Adobe and
Acrobat Reader are registered trademarks of Adobe Systems Incorporated.

All other product names are trademarks or registered trademarks of their respective owners.
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2. EB-V850ES/JG3L-EE system configuration

The EB-V850ES/JG3L-EE system configuration is given in the diagram below:

—

Figure 1: EB-V850ES/JG3L-EE system configuration

2.1 EB-V850ES/JG3L-EE

EB-V850ES/JG3L-EE is a demonstration kit for the NEC J_Series V850ES family devices. As a typical
microcontroller from J_Series the V850ES/JG3-L device (UPD70F3738) is used. The board is connected
to the host system via a USB interface cable. The host system may be used for On-Board debugging or
FLASH programming and to allow execution of application programs on the V850ES/JG3-L device.

The EB-V850ES/JG3L-EE board is equipped with an 5.0000 MHz oscillator, allows running the
V850ES/JG3-L microcontroller at 20MHz. Sub-clock is provided with 32.768 kHz.

2.2 Host computer

The USB host interface enables communication to the EB-V850ES/JG3L-EE board. The uPD78F0730
78K0 8-Bit microcontroller with on-chip USB interface and the NEC virtual UART driver allows application
software to access the USB device in the same way as it would access a standard RS232 interface. The
NEC virtual UART driver appears to the windows system as an extra Com Port, in addition to any existing
hardware Com Ports.

2.3 Power supply via USB interface

EB-V850ES/JG3L-EE is powered by USB interface, no separate power supply is needed. The USB
interface provides the EB-V850ES/JG3L-EE board with 3,3V supply voltage.

User's Manual U19238EE1VOUMO0
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3. EB-VB850ES/JG3L-EE board components

The EB-V850ES/JG3L-EE board is equipped with push buttons, a 7 segment LED and several connectors
in order to be connected to user hardware or host computers.

o
RIS

LR

0000000 :
000000 l

bl | LTS

CN2

Figure 2: EB-V850ES/JG3L-EE board connectors, switches and LED’s

Some of the EB-V850ES/JG3L-EE components are free for user application hardware and software.
Please read the user’s manual of the V850ES/JG3-L device carefully to get information about the

electrical specification of the available 1/0 ports before you connect any external signal to the
EB-V850ES/JG3L-EE board.
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3.1 Configuration switch SW1

The dip-switch SW1 (Bits 1-4) controls the different operating modes of the EB-V850ES/JG3L-EE board.
The Bits 5-8 of dip-switch SW1 are for general-purpose input and are connected to the ports P78~P711 of
the microcontroller.

3.1.1 Normal operation mode

Within the normal operation mode the target program that is written to the internal FLASH memory of the
V850ES/JG3-L device is executed. To release this mode reset the EB-V850ES/JG3L-EE board once after
switching SW1.

sSwi Configuration
Bit 1 OFF
Bit 2 OFF
Bit 3 OFF
Bit 4 OFF

Table 1: SW1, normal operation mode

3.1.2 On-Board debug / FLASH programming mode

The EB-V850ES/JG3L-EE starterkit supports an On-Board debug mode realized by a dedicated monitor
running on the V850ES/JG3-L device. By using the IAR C-SPY debugger it supports FLASH programming
and standard debug functions i.e. code execution, single stepping, software breakpoints, memory
manipulation etc.

Additionally the built-in FLASH memory of the V850ES/JG3-L device can be re-programmed by using the
FPL FLASH programming GUI.

Configure SW1 as following to use the On-Board debug or FLASH programming mode:

Swi Configuration
Bit 1 OFF
Bit 2 ON
Bit 3 ON
Bit 4 ON

Table 2: SW1, On-Board debug mode

For more details please refer to CHAPTER 10 ON-BOARD DEBUGGING of this document.
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3.1.3 N-Wire debugging mode

To enable N-Wire On-Chip debugging by using the QB-V850MINI-EE On-Chip debug emulator please
configure switch SW1 of the EB-V850ES/JG3L-EE board as following:

sSwi Configuration
Bit 1 ON
Bit 2 OFF
Bit 3 OFF
Bit 4 Don't care

Table 3: SW1, N-Wire debugging mode

Please refer also to CHAPTER 3.9 N-WIRE CONNECTORS NWIREL1 of this document.

3.1.4 General-purpose switches
The Bits 5-8 of dip-switch SW1 are for general-purpose inputs and are connected to the ports P78~P711

of the microcontroller. Switching Bits 5-8 to ON applies VSS to the corresponding port of the
microcontroller. Switching Bits 5-8 to OFF applies VDD to the corresponding port.

SW1 V850ES/JG3-L
Bit 5 P78
Bit 6 P79
Bit 7 P710
Bit 8 P711

Table 4: SW1, general-purpose switches

3.2 RESET button SW2

SW2 is the reset button. It activates the power on reset. It is connected to the reset circuit of the
EB-V850ES/JG3L-EE board.

3.3 User button SW3

SWa3 is a push button connecting VSS to external interrupt input INTPO of the microcontroller. This is
equal to port P03 of the VB50ES/JG3-L device. The port may be programmed to generate interrupt INTPO.

The necessary initialisation for this purpose is described in the user’s manual of the V850ES/JG3-L device.

3.4 User button SW4

SW4 is a push button connecting VSS to external interrupt input INTP1 of the microcontroller. This is
equal to port P04 of the VB50ES/JG3-L device. The port may be programmed to generate interrupt INTP1.

The necessary initialisation for this purpose is described in the user’s manual of the V850ES/JG3-L device.

3.5 Power LED LED1
LED1 is the Power LED. LED1 is activated if power is supplied to the EB-V850ES/JG3L-EE board.

User's Manual U19238EE1VOUMO0
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3.6 Power supply selector JP1

Jumper JP1 controls the power supply of the EB-V850ES/JG3L-EE board. Closing JP1/1-2 (default
setting) supplies power (VCC) from the USB interface line. When closing JP1/2-3, external power can be
supplied by using connectors CN4 or J1.

1-2 Closed (default) Power supplied by USB interface
2-3 Closed External power supply

Table 5: Power supply selector, JP1

Note: When choosing external power supply, please set jumper JP1 to 2-3 closed!

3.7 External power supply, CN4

External power can be supply by connecting a AC adapter (supply voltage 5V~12V) to connector CN4 (not
assembled). Per default, the external power is supplied to the connector CN1 only (pins 10, 12 and 16).
To power the complete board via external power supply, the soldering bridges DCVDD1 and DCVDD2
must be closed.

Center (1) Plus
Ring (2,3) Minus

Table 6: External power supply, connector CN3

Additionally a power supply (supply voltage 5V~12V) can be connected directly to the connector J1
instead of using a AC adapter. Also in this case the soldering bridges DCVDD1 and DCVDD2 must be
closed.

1 Plus
2 Minus

Table 7: External power supply, connector J1

Note: When choosing external power supply, please set jumper JP1 to 2-3 closed!

User's Manual U19238EE1VOUMO0
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3.8 USB interface connector USB1

The USB1 connector allows connecting the IAR C-SPY debugger or the FPL FLASH programming
software to the EB-V850ES/JG3L-EE board in order to debug or program application software to the
V850ES/JG3-L device. The board power supply of 3,3V is also provided by this connector.

Additionally connector USB1 connects UARTAO of the VB50ES/JG3-L device to the host system.

ihiminl

NS

Figure 3: Connector USB1, USB Mini-B Type Host Conn  ector Pin Configuration

USB Connector Signal Name
USB1
1 VBUS
2 D-
3 D+
4 N.C.
5 GND

Table 8: Pin Configuration of USB Connector USB1

For connection with the host machine, use a USB cable (Mini-B type). For confirmation, NEC Electronics
used only the USB cable delivered with the EB-V850ES/JG3L-EE board.

User's Manual U19238EE1VOUMO0
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3.9 N-Wire connector NWIRE1

The NWIREL connector (not assembled) does allow the connection of the QB-V850MINI-EE On-Chip
debug emulator to the EB-V850ES/JG3L-EE board in order to use On-Chip debug function (N-Wire) of the
V850ES/JG3-L device.

QB-V850MINI On-chip debug
emulator

N-WIRE I/F
cable

Figure 4: On-chip debugging system configur  ation

Please note that the QB-V850MINI-EE is a separate product from NEC and is not included in this starterkit
package.

To enable On-Chip debugging via N-Wire please configure switch SW1 of the EB-V850ES/JG3L-EE
board as following:

Bit 1 ON
Bit 2 OFF
Bit 3 OFF
Bit 4 Don't care

For N-Wire debugging please power the EB-V850ES/JG3L-EE board by the USB interface or respectively
by an external power supply.
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Al TRCCLK not connected Bl GND 0 connected to VSS
A2 TRCDATAOQO [ not connected B2 GND 1 connected to VSS
A3 TRCDATAL | not connected B3 GND 2 connected to VSS
A4 TRCDATA2 | not connected B4 GND 3 connected to VSS
A5 TRCDATA3 | not connected B5 GND 4 connected to VSS
A6 TRCEND not connected B6 GND 5 connected to VSS
A7 DDI connected to P52 B7 GND 6 connected to VSS
A8 DCK connected to P54 B8 GND 7 connected to VSS
A9 DMS connected to P55 B9 GND 8 connected to VSS
Al10 DDO connected to P53 B10 GND 9 connected to VSS
All DRST connected to P05 B11l GPIO2 connected to VSS
Al2 GPIOO0 connected to RESET B12 GPIO3 connected to VSS
Al13 GPIO1 connected to FLMDO B13 TRGT_VDD | connected to EVDD
logic

Table 9: N-Wire connector NWIRE1
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3.10 External LED U3

The 7 segment LED U3 is connected to port P90-P97 of the V850ES/JG3-L device. A low signal output at
each port switches the corresponding LED to on.

P90 A -
P91 B |
P92 C
|

P93 D
P94 E

|
P95 F |
P96 G
P97 DP

Table 10: External LED U3

Example: The figures of 0 to 9 can be displayed by writing the following values to the port register P9.

0xC0 0 0x92 5
OxF9 1 0x83 6
OxA4 2 OxF8 7
0xB0 3 0x80 8
0x99 4 0x98 9

User's Manual U19238EE1VOUMO0
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3.11 External connectors CN1 and CN2

CN1 and CN2 are connectors for external user hardware. Please read the user’s manual of the
V850ES/JG3-L device carefully to get information about the electrical specification of the available 1/0

ports.

0000000
0.6 0.6 00

0812530

» ..nnno@nooo@nooo@oooo@onoo@‘ K,
AL A HY45V0 .looooe.oeooeeeos@oee@@@eoaﬁg

Figure 5: External connectors CN1 and CN2
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CN1 [Signal name V850ES/JG3-L Pin name Comment

1 AVREFO AVREFO Connected to VDD by soldering bridge

2 VSS AVSS, VSS, EVSS, BVSS

3 P10 P10/INTP9

4 P11 P11/INTP10

5 AVREF1 AVREF1 Connected to VDD by soldering bridge

6 P78 P78/ANI8 Connected to SW1-5 by soldering bridge

7 P79 P79/ANI9 Connected to SW1-6 by soldering bridge

8 FLMDO FLMDO Connected to FLMDO control logic

9 VDD VDD

10 +12v Connected to CN4, J1

11 VSS AVSS, VSS, EVSS

12 +12v Connected to CN4, J1

13 VDD VDD

14 T_RESET RESET Connected to reset circuit

15 VDD VDD

16 +12Vv Connected to CN4, J1

17 P02 P02 / NMI

18 P03 P03 /INTPO / ADTRG Connected to SW3

19 P04 P04/ INTP1 Connected to SW4

20 P05 PO5/INTP2 / DRST

21 P06 P06 / INTP3

22 P40 P40/ SIBO / SDAO1

23 P41 P41/ S0OB0/ SCL01

24 P42 P42 / SCKBO

25 P30 P30 / TXDAO Connected to RXD by soldering bridge

26 P31 P31/ RXDAO/INTP7/ SIB4 Connected to SW1-4

27 P32 P32/ ASCKAQ / TOPO1/ TIPOO / TOPOO / SCKB4

28 P33 P33/ TIPO1/ TOPO1

29 P34 P34 /TIP10/ TOP10

30 P35 P35/ TIP11/TOP11

31 P36 P36

32 P37 P37

33 VSS AVSS, VSS, EVSS

34 EVDD EVDD Connected to VDD by soldering bridge

35 P38 P38/ TXDA2 / SDAOO

36 P39 P39 / RXDA2 / SCL0OO

37 P50 P50/ KRO/TIQ01/TOQO1 / RTPOO

38 P51 P51/KR1/TIQ02/TOQO02/ RTPO1

39 P52 P52/ KR2 / TIQ03/ TOQO03 / DDI / RTP02 Connected to 10 kQ pull-up resistor

40 P53 P53 /KR3/TIQ00/ TOQO0 / DDO /SBI2/RTP0O3 [ Connected to 10 kQ pull-up resistor

41 P54 P54 /KR4 / DCK / SOB2 / RTP04 Connected to 10 kQ pull-up resistor

42 P55 P55/ KR5 / DMS / SCKB2 / RTP05 Connected to 10 kQ pull-up resistor

43 P90 P90/ KR6 / TXDA1 / A0 / SDAO2 Connected to 7seg LED by soldering bridge
44 P91 P91/ KR7 /| RXDA1/ A1/ SCL02 Connected to 7seg LED by soldering bridge
45 P92 P92 / TIP41/TOP41 / A2 Connected to 7seg LED by soldering bridge
46 P93 P93/ TIP40 / TOP40 / A3 Connected to 7seg LED by soldering bridge
47 P94 P94/ TIP31/TOP31/ A4 Connected to 7seg LED by soldering bridge
48 P95 P95/ TIP30 / TOP30 / A5 Connected to 7seg LED by soldering bridge
49 P96 P96/ TIP21/ TOP21/ A6 Connected to 7seg LED by soldering bridge
50 P97 P97/ SIB1/TIP20/ TOP20 / A7 Connected to 7seg LED by soldering bridge

Table 11: Connector CN1
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CN2 | Signal name V850ES/JG3-L Pin name Comment
1 P98 P98/S0OB1/A8

2 P99 P99/ SCKB1 /A9

3 P910 P910/A10/ SIB3

4 P911 P911/A11/SOB3

5 P912 P912 / A12 / SCKB3

6 P913 P913/INTP4/A13

7 P914 P914 / INTP5/ A14 / TIP51/ TOP51
8 P915 P915/INTP6 / A15/ TIP50 / TOP50
9 P710 P710/ ANI10 Connected to SW1-7 by soldering bridge
10 pP711 P711/ANI11 Connected to SW1-8 by soldering bridge
11 PCMO PCMO / WAIT

12 PCM1 PCM1 / CLKOUT

13 PCM2 PCM2 / HLDAK

14 PCM3 PCM3 / HLDRQ

15 PCTO PCTO/ WRO

16 PCT1 PCT1/WR1

17 PCT4 PCT4/RD

18 PCT6 PCT6 / ASTB

19 VSS AVSS, VSS, EVSS

20 EVDD EVDD Connected to VDD by soldering bridge
21 PDLO PDLO / ADO

22 PDL1 PDL1/AD1

23 PDL2 PDL2 / AD2

24 PDL3 PDL3/AD3

25 PDL4 PDL4 | AD4

26 PDL5 PDL5 / FLMD1 / AD5 Connected to 10 kQ pull-down resistor
27 PDL6 PDL6 / AD6

28 PDL7 PDL7 / AD7

29 PDL8 PDL8 / AD8

30 PDL9 PDL9 / AD9

31 PDL10 PDL10/ AD10

32 PDL11 PDL11/AD11

33 PDL12 PDL12 / AD12

34 PDL13 PDL13/ AD13

35 PDL14 PDL14 / AD14

36 PDL15 PDL15/ AD15

37 PDHO PHDO / A16

38 PDH1 PHD1/ A17

39 PDH2 PHD2 / A18

40 PDH3 PHD3/ A19

41 PDH4 PHD4 / A20

42 PDH5 PHD5 / A21

43 P77 P77 | ANI7

44 P76 P76 / ANI6

45 P75 P75/ ANI5

46 P74 P74 | ANI4

47 P73 P73/ ANI3

48 P72 P72/ ANI2

49 P71 P71/ ANI1

50 P70 P70/ ANIO

Table 12: Connector CN2
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3.12 Soldering Bridges

Some terminals of the V850ES/JG3-L device can be customized by opening respectively closing the
corresponding soldering bridge. By opening the soldering bridge the connection to the onboard circuit is
cut. Accordingly, the corresponding signals can be used for external user hardware using the connectors
CN1 and CN2. For more details please refer to the board schematics, pages 70-71.

AVREF0 RXD
DCVDD1 E;g
DCVDD2

AVREF1 FLMDO  p710
EVDD P711

nggqeeqqoqoooooeooooooooo”mm
Q@ p0©oooo©oooo

%

-
-
pot
v
-l
-t
-
-

rrrruLLP

O T B L I

wesssnes
HE RLLRRRRRIEN

oz
A A HY-5V0

PO0~P97 T_RESET

Figure 6: Placement of soldering bridges

P90 - P97 Closed Connected to 7seg LED via 1 KQ resistor

P78 ~ P711 Closed Connected to switch SW1, Bits 5-8

RXD Closed Connection of port TXDAO / P30 to the UART/USB circuit.
FLMDO Open By closing the soldering bridge the FLMDO pin is connected to

port pin P37. This allows by using FLASH self-programming to
enable or disable FLASH write operations via port pin P37.

AVREFO Closed Connected to VDD

AVRER1 Closed Connected to VDD

EVDD Closed Connected to VDD

DCVDD1, DCVDD2 Open When using external power supply, via connector CN4 or J1,
the soldering bridges must be closed.

T_RESET Closed Connection of the onboard voltage detector to the RESET
circuit

P03 Closed Connection of SW3 to port pin P03

P04 Closed Connection of SW4 to port pin P04

Table 13: Soldering bridges
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3.13 V850ES/JG3-L memory map

The V850ES/JG3-L memory layout is shown in the table below.

Free for user application

software

Table 14: V850ES/JG3-L memory map

OX3FFAFFF
Access prohibited area
o 0x3FF0000
< | OXSFEFFFF
» Use prohibited
§ (program fetch prohibited area)
T | .0x1000000
< | OXOFFFFFF
External memory area
0x0100000
OXOOFFFFF
Access prohibited area
0x0040000

Free for user application

Software
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4. EB-VB850ES/JG3L-EE installation and operation

4.1 Getting started

The IAR C-SPY debugger allows to download and debug application software on the
EB-V850ES/JG3L-EE starterkit hardware. Additionally the FPL FLASH programming software can be
used for simple FLASH programming of the V850ES/JG3-L internal FLASH memory. As communication
interface between the host computer and the EB-V850ES/JG3L-EE board a USB interface line is needed.
Before you can download, debug or execute an application programs, hardware and software must be

installed properly.

4.1.1 CD-ROM contents

The CD-ROM shows following directory structure:

NEL EB V850ESJG3L_EE (F:)
1 Acrobat
(3 Doc
= FpL
(3 Drivers
I FPL
1 PRM
1 1AR Embedded Workbench V850
L3 SamplePrograms

CD-ROM ROOT

- Acrobat Reader for 32Bit Windows OS

- Documentation

- FPL FLASH programming software

... USB driver

... FPL setup directory

... PRM parameter file

- IAR Embedded Workbench for V850

- Sample program for EB-V850ES/JG3L-EE

Table 15: EB-V850ES/JG3L-EE CD-ROM directory structure
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5. Hardware installation

After unpacking EB-V850ES/JG3L-EE, connect the board to your host computer by using the provided USB
interface cable. When EB-V850ES/JG3L-EE is connected, the USB driver needs to be installed on the host
machine. Please refer to the following CHAPTER 6 SOFTWARE INSTALLATION .

6. Software installation
The EB-V850ES/JG3L-EE package comes with several software demo packages:

* |AR Systems Embedded Workbench for V850, including C compiler, assembler, linker, librarian
and IAR C-SPY debugger / simulator

e FPL FLASH programming software

e Sample programs

The IAR Systems Embedded Workbench and the FPL FLASH programming GUI must be installed on your
PC. For detailed installation hints, refer to the following chapters and to the corresponding documentation of
the IAR Embedded Workbench.

6.1 IAR Systems Embedded Workbench for V850 install  ation

To install the IAR Systems Embedded Workbench for V850 including the C-SPY debugger / simulator, select
the EW/850- KS16- EE_V350A program in the directory \ | AR Enbedded Wbr kbench V850\ of the
CDROM. The setup dialogues will guide you through the installation process.

6.2 FPL FLASH programming GUI installation

To install the FPL FLASH programming GUI select the SETUP program in the directory \ FPL\ of the CDROM.

The setup dialogues will guide you through the installation process.

6.3 Sample program installation

To install the demonstration programs for the EB-V850ES/JG3L-EE board select the SETUP program in the
directory \ Sanpl ePr ogr aml of the CDROM. The setup dialogues will guide you through the installation
process.
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6.4 USB Driver Installation

In order to use the EB-V850ES/JG3L-EE board in combination with IAR C-SPY debugger or the

FPL FLASH programming software the USB driver needs to be installed on the host machine.
Install the driver according to the following procedure:

Installation on Windows 2000 ................ Page 28
Installation on Windows XP .................. Page 31

Note: Please insert the EB-V850ES/JG3L- EE CD-ROM in your CD-ROM drive in order to
proceed with the USB driver i nstallation.

6.4.1 Installation on Windows 2000

1. When the EB-V850ES/JG3L-EE board is connected with the host machine, the board is

recognized by <Plug and Play>, and the wizard for finding new hardware is started. Click
e

Figure 7: Found New Hardware Wizard (Windows 2000)

Found New Hardware Wizard

Welcome to the Found New

\?‘ Hardware Wizard

Thig wizard helps pou install a device driver for a
hardware dewvice.

To continue, click Nest.

< Back

Cancel
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2.  Following the window below is displayed. So, check that "Search for a suitable driver ..." is

selected, then click .

Figure 8: Search Method (Windows 2000)

Found New Hardware Wizard

Install Hardware Device Drivers
A device driver ig a software program that enables a hardware device to work, with
ah operating spstern.

Thig wizard will complete the installation for this device:

Check that "Search for a @ 1USB Device
suitable driver ..." is selected.

A device driver iz a zoftware program that makes a hardware device work, Windows
needs driver files for your new device. To locate driver files and complete the
installation click Mest.

“what do you want the wizard to do?

Click.

% Search for a suitable driver for my device [recommended}

£ Dizplay a lizt of the knowe divers for this device o that | can choose a speoms
driver

y <

< Back |i Mext » iI Cancel

3. Check the "CD-ROM drives" check box only, then click [Next>|.

Figure 9: Driver File Location (Windows 2000)

Found New Hardware Wizard

Locate Driver Files
Where do you want Windows to search for driver files?

Search for driver files for the following hardware device:

@ MEC Electronics Starter kit Vitual UART

Check that "CD-ROM

drives” is selected. The wizard searches for suitable drivers in its driver database on your computer and in
any of the fallowing optional search locations that you specify.

To start the search, click Mext. If you are zearching on a floppy dizk or CD-BOM drive,
inzert the floppy dizk or CD before clicking Mexst.

Optional zearch locations:

™ Floppy disk drives Click.
v CO-ROM dives

™ Microsoft Windows Update

X
< Back Ii Nest > i] Cancel
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4.  The setup information file “MQB2SALL.inf" is automatic selected, then click to
proceed with the driver installation.

Figure 10: Driver File Search Results (Windows 2000 )

Found New Hardware Wizard

Driver Files Search Results o
The wizard haz finished searching for driver files for your hardware device.

The wizard found a driver for the following device:

@ NEC Electronics Starter Kit Yitual UART

“Windows found a driver for this device. To install the driver Windows found, click MNest.

NEC e:hfpldrivershmgbZzall inf

< Back i Memt: Cancel

Click.

5. Click to complete the installation of the USB driver.

Figure 11: USB Driver Installation Completion (Wind ~ ows 2000)

Found New Hardware Wizard

Completing the Found New
Hardware Wizard

_\> WEC Electronics Starter Kit Virtual IART

5

Wwindows has finished installing the software for this device.

Ta cloge this wizard, click Finish,

< Back

Lance] |

Click.
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6.4.2 Installation on Windows XP

1. When the EB-V850ES/JG3L-EE board is connected with the host machine, the board is
recognized by <Plug and Play>, and the wizard for finding new hardware is started. At

first the hardware wizard will ask if windows should search on the windows update web,
check "No, not this time" and then click .

Figure 12: Found New Hardware Wizard 1 (Windows XP)

Found New Hardware Wizard

Welcome to the Found New
Hardware Wizard

Windows will search for current and updated software by
looking on wour computer, on the hardware installation CO, or on
the Windows Update ‘Web site [with your permizzion].

Bead our privacy policy

Check that "No, not this time"

is selected. Can'Windows connect to Windows Update to search for

zoftware?

 “Yes, this time only

" Yes, now and every time | connect a device

Click.

Click Mext to continue.

r 3

< Back I Hest > I Cancel

2. Check that "Install from a list or specific location (Advanced)" is selected, then click

Nexts]

Figure 13: Found New Hardware Wizard 2 (Windows XP)

Found New Hardware Wizard

This wizard helps you install zoftware for:

USE Device

Z;.'J\_l If your hardware came with an installation CD
~2=? or Hoppy disk, inzert it now.

“What do you want the wizard to do’?

™ |;ztall the software automatically (Fecommended)

Check that "Install from a list
or specific ..." is selected.

£ {nztal from a list or specific location [Advancedt

Click.

Click Mext to continue.

< Back Cancel |
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3. Check that "Search removable media (floppy, CD-ROM...)" is selected, then click [Next>].

Figure 14: Search Location Specification (Windows X  P)

Found Mew Hardware Wizard

<1> Check that "Search for the
best driver in these locations."

Please choose your search and installation options.

| % Eeach for the best driver in these locations:

Uze the check boxes below to limit or expand the default search, which includes local

is selected.
<2> Check "Search
removable media
(floppy, CD-ROM...)"
only.

paths and removable media. The best driver found will be inzstalled.

¥ Search removable media (floppy, CO-ROM...)

™ Include this location in the search;

IE:\WINDDWS\DPTIDNS\E&BS j Browize |

™ Don't zearch. | will choose the driver to install

Chooze this option to select the device driver from a list. Windows does not guarantee that
the driver you chooze will be the best match for pour hardware,

< Back I Mest = I Cancel

<3> Click. f

4. After the installation of the USB driver is completed the window below is displayed. Click
to close the hardware wizard.

Figure 15: USB Driver Installation Completion (Wind  ows XP)

Found New Hardware Wizard

Completing the Found New
Hardware Yizard

E

The wizard has finished installing the software for:

(3 MEC Electronics Starber Kit Virtual UART

Click.

Click Fimizh to cloge the wizard, /

< Back |F|n|sh Caricel |
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6.5 Confirmation of USB Driver Installation

After installing the USB driver, check that the driver has been installed normally, according to
the procedure below. When using the EB-V850ES/JG3L-EE board in combination with IAR C-
SPY debugger or the FPL FLASH programming software the “NEC Electronics Starter Kit

Virtual UART” should be present like in the figure below.

By choosing the "Device Manager" within the Windows Properties (“Hardware” tab), check that

the driver is installed normally.

Figure 16: Device Manager

__E_'.:, Device Manager

=101 %]

File Action ‘iew Help

= | mFES 20 A =cma

=2 DUD9175

-} Cormpuker
g Disk drives
fg Display adapters
[y DWDJCD-ROM drives
@ Floppy disk contrallars
j} Floppy disk drives
[ IDE ATAfATAPL contrallers
H-E Kevyboards
Iice and other pointing devices
& Monitars
[+- B8 Network, adapters

= Ports (COM & LPT)

i 5 Communications Port (oML

“BNEC Electronics Starter Kit Virtual ART
o 5 Printer Port (LPT1)

]--ﬂ Processors

Check that "NEC Electronics
Starter Kit Virtual UART (COM?)"
is present.

]--% SCSIand RAID controllers
7@, sound, video and game controllers
H-4ee Storage volumes

H-- iy System devices
H- Universal Serial Bus controllers

T e O e IO e O e O
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7. FPL FLASH programming software
7.1 Introduction

The parameter file of the V850ES/JG3-L device is installed automatically during installation of FPL
GUI, folder <FPL install-path>\PRM. Nevertheless, newest version of parameter file for the
MPD70F3738 device can by download from the NEC Electronics Web site.

Download the parameter file for the PG-FP4 from the following NEC Electronics Web site:

http://www.eu.necel.com/updates

Copy the parameter file downloaded from the NEC Electronics Web site into sub-directory
<FPL.EXE-install-path>\PRM created during GUI software setup (refer to CHAPTER 6 SOFTWARE
INSTALLATION ).

7.2 Starting up the GUI Software

e GUI software startup
Select FPL.EXE from the start menu to start the FPL GUI software.

When the GUI software is started normally, the following screen appears.

Figure 17: GUI Software Main Window
Menu bar
FE Fpi

L, ik

Device Miew

Help

__J Dievice - \

Hame :
GPU VMersiar Programmer

Firm “ersion
Toolbar ExtCode : parameter

Wendar : window
Parameter fils —

Matme :
Farmat :

";Fersian: V
Action log window fOEEESEr VEn : «
Load file -

Mame:
Date:
Chksum:
Birea:

Connection to device
Port:
Status bar Speed:

Widd

Freq: j
|| Mualtipy:

L! _r!—i |

Ready M |4||
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This window consists of the following items:

Name Display Information
Menu bar Displays menu items executable by the
(displayed at the top) FPL.
Toolbar Displays frequently used commands as
(displayed under the menu bar) icons.
Action log window Displays an FPL action log.
(displayed under the toolbar)
Programmer parameter window Displays programming parameter
(displayed to the right of the action log settings.
window)
Status bar Displays status.
7.3 Toolbar

The toolbar contains buttons for starting the important procedures of the FPL.

Figure 18: Toolbar Buttons

[Device] - [Setup] button

[Eile] - [Load] button

[Device] - [Blank Check] button

[Device] - [Erase] button

[Device] - [Program] button

[Device] - [Verify] button

[Device] - [Autoprocedure(EPV)] button
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7.4 Menu Bar

Depending on the actual device status and device type, some menu items may be enabled or
disabled.

7.4.1 [Eile] menu

Clicking the [File] menu displays the pull-down menu as shown below.
This menu mainly contains commands related to file operation.

Figure 19: [F ile] Menu

IE[IE Device Vi

Load..

Cluit

#» FlazhDpenning..
Flazh Open OF

(1) [Load] command
The [Load] command allows you to select a program file.

The selected program file is programmed into the flash memory of the device by
executing the [Program] command or [Autoprocedure(EPV)] command.

Figure 20: HEX File Selection Window

2|

Lack ir: I@FPL _*_j e i
|| DRIVER

I PRM

File name:

Open I
Files of type:  [HEX Files{* HEX) = Cancel I
4

The file selection window for program loading displays the most recently used directory to
which a user program has been loaded. After a user program is loaded, a checksum
calculation is made and the result is displayed in the programmer parameter window.

[ button]

Selects a user program as a program to be written to the target device.

[ [Cancel] button]

Closes the window without selecting a program.
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(2) [Quit] command
The [Quit] menu is the command for terminating the FPL GUI software. Clicking on the
right side of the task bar also terminates the FPL GUI software.

User settings are saved in the FPL.INIM

°¢ file, so that the GUI software starts up next time

with the same settings.

Note FPL.INI is created in the Windows folder when Windows XP is used.

7.4.2 [Device] menu

When Windows 2000 is used, FPL.INI is created in the Winnt folder.

Clicking the [Device] menu displays the pull-down menu as shown below.
This menu mainly contains commands for programming operations such as deletion,
programming, and verification on the target device.

Figure 21: [D_evice] Menu

File | Device Wisw Help

G Blark Check
[f Eraze %
* Fl;

Proeram S

Yerify

ST

CheckSum
Butoprocedure (EPWY

| Signature read

‘aetup..

(1) [Blank Check] command

ﬂ

The [Blank Check] command allows you to make a blank check on the target device
connected to the FPL. If the flash memory of the target device is erased, a blank
check is terminated normally. If the flash memory is not completely erased, the
indication "not blank" is provided. Before starting programming, erase the flash
memory of the target device.

(2) [Erase] command

e —

The [Erase] command erases the flash memory of the target device connected to the
FPL. While the flash memory is being erased, the progress status is displayed in the
action log window to indicate programmer operation.

The execution on the [Blank Check] command before the [Erase] command is
executed follows the setting of '‘Command options' of the Advance tab displayed by
selecting [Device] - [Setup].

Upon completion of [Erase] command execution, the GUI software displays the result
of executing the command on the target device.
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(3) [Program] command

7

(4) [Veri

The [Program] command sends a specified user program to the target device and
writes the program to the flash memory.

The execution of Verify operation for detecting an error in user program
communication from the FPL to the target device after the execution of the [Program]
command follows the setting of the 'Command options' on the Advance tab displayed
by selecting [Device] - [Setup].

During programming, the progress status is displayed in the action log window to
indicate programmer operation. This progress status display window displays the
progress status on target device programming by percentage.

Upon completion of [Program] command execution, the GUI software displays the
result of executing the command on the target device.

fy] command

The [Verify] command sends a specified user program to the target device connected
with the FPL, and performs verification against the data written to the flash memory of
the target device.

During verification, the progress status is displayed in the action log window to indicate
programmer operation. This progress status display window displays the progress
status of target device verification by percentage.

Upon completion of [Verify] command execution, the GUI software displays the result
of executing the command on the target device.

(5) [Security] command
This command is not supported.

(6) [Checksum ] command
The [Checksum] command reads the checksum value of the target device connected with
the FPL.
This value differs from the value displayed in the parameter window of the main window.

(7) [Autoprocedure(EPV)] command

N

The [Autoprocedure(EPV)] command executes the [Erase] command, [Program]
command and [Verify] command in succession.

When a user program is to be resent to the target device for comparison with the data
written to the flash memory of the target device because of a user program
communication error, execute the [Program] command by selecting [Device] - [Setup]
and specifying 'Command options' on the Advance tab, then set the automatic
execution of the [Verify] command.

During EPV execution, the progress status is displayed in the action log window to
indicate programmer operation. For a selected command, its execution operation, and
messages, refer to CHAPTER 8 HOW TO USE FPL.

Upon completion of [Autoprocedure(EPV)] command execution, the GUI software
displays the result of executing the command on the target device.

(8) [Signature read] command

The

[Signature read] command reads the signature information (device name, flash

memory information, and so forth) of the target.
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(9) [Setup] command

P

(@)

The [Setup] menu allows you to make settings related to flash memory rewriting
according to the user environment and to set command options. Each time the GUI
software is started, the most recently used parameter file (.(PRM) is read and the
settings are displayed. The [Setup] menu allows you to modify the settings of items
other than those items consisting of shadowed characters according to the user

environment.

Standard setup

This menu is used to set the environment for rewriting the flash memory of the target

device.

The mode of communication with the target, the operating clock, and so forth differ

depending on the device used. For details, refer to the manual of the device used, when

making settings.

The window shown below is opened.

Figure 22: Device Setup Window - Standard

Device Setup

Standard | Adwvance I

Parameter file |

FRH File Read |

—Huost connectian

Supply ozcillator

Part I_ 'I Frequency I Hz

Speed I 'I b Liltiply rate I

— Operation Mode
" Chip
" Block

" Aea

Startl vI
Enu:ll vI

[~ Show Addres

This window shows all basic options that can be set in accordance with the user

k. I Caricel

environment and target device.

[[OK ] button]

Clicking the button saves the settings on the Standard and Advance menus and

closes the window.

[| Cancel | button]

Clicking the | Cancel | button closes the window without saving the settings on the

Standard and Advance menus.
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<1> Parameter file

This file holds parameters and timing data required to rewrite the flash memory of the
target device. Do not modify the data in the parameter file because the data is
related to the guarantee of rewrite data.

The parameter file is protected by the checksum function. If the checksum result
indicates an error, the FPL does not accept the parameter file.

Figure 23: Setup Window - Parameter File Selection

Parameter file PR File Read |

Figure 24: Parameter File Selection Window

open 2| x|
Lnnkin:.li.:_] PRk ﬂ = £¥ BB~

File name: | Open I
Files of type: | PRM Files(* PRM) | Cancel |

v

[[PRM File Read | button]
A window for specifying a parameter file is displayed. Specify a desired file then click

[Open
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<2> Communication interface to device
"Communication interface to device" is used to select a channel for communication
between the EB-V850ES/JG3L-EE board and host machine.

Figure 25: Setup Window - Communication interfacet o device

~Communication interface to device —

Fort I -.j
Speed I :J

[Port list box]
Select a channel for communication between the EB-V850ES/JG3L-EE board and
host machine.

« COM1to COM16

Remark Selectable ports can be checked using Device Manager. For details, refer
to CHAPTER 6.5 Confirmation of USB Driver Installation

[Speed list box]
Select a communication rate for the selected communication channel from the
following:

» 9600 bps

» 19200 bps

e 38400 bps

Remark For selectable communication rates, refer to the user's manual of the
device used.

<3> Supply oscillator

"Supply oscillator" is used to select a clock that determines programming, data
transfer, and a transfer rate.

Figure 26: Setup Window - Supply Oscillator Selecti  on

—aupphy oscillator

Frequercy I hHz

Multiply rate i

[Frequency box]

Sets the clock frequency of the target system.

The range of operating frequency varies from one device to another. So, check the
specifications of the device used before making a setting.

[Multiply rate]

Specifies the division rate or multiplication rate of the target device.

If the target device has an on-chip PLL circuit, enter a division rate or multiplication
rate according to the use environment.

The selectable division rate or multiplication rate differs depending on the device.
Check the specifications of the device used before making a setting.

If the target device does not have an on-chip PLL circuit, select "1.0".

On the initial screen, the default setting is displayed according to the parameter file.
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<4> Operation Mode
The setting of "Operation Mode" may divide the flash memory of some target devices
into blocks or areas.
This menu is used to select an operation mode of the flash memory. Some devices
do not have the block and area division modes, and some devices have only one of
the modes. In these cases, a nonexisting mode is unchoosable.

Figure 27: Setup Window - Operation Mode
Dperation Mode

" Chip Startl .ﬂ
" Block Endl :j
i firea [~ Show &ddress

[When Chip is selected]
The entire flash memory area of the target device is subject to rewrite processing.

[When Block is selected]

Specify the Block number range subject to rewrite processing by using Start/End.

The Start/End list boxes display the Block numbers where the flash memory of the
target device is configured.

[When Area is selected]

Specify the Area number range subject to rewrite processing by using Start/End.

The Start/End list boxes display the Area numbers where the flash memory of the
target device is configured.

[Show Address check box]

Specify whether numbers or addresses are displayed in the Start/End list boxes.
If this check box is checked, addresses are displayed.

If this check box is not checked, numbers are displayed.
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(b) Advance setup
The Advance setup menu is used to specify the command options and security flag
settings.
When "Advance" is clicked, the following window is displayed:

Figure 28: Device Setup Window - Advance

Device Setup x|

Standard Advance |

— Command options
[~ Blark check before Erase

[~ Read verify after Program
I~ Securty flag after Pragram

[~ Checksum after Program

— Security flag settingz

[~ Dizable Chip Erase
[~ Dizable Block Erase

[~ Disable Pragranm

ak. I Cahicel |

<1> Command options
This dialog box is used to specify the FPL flash processing command options.

Figure 29: Setup Window - Command options

Command optiohz
[~ Blank check before Erase

[~ Read verify after Program
[~ | Security flag after, Pragram

[~ Checksurn after Program

[Blank check before Erase check box]

If this check box is checked, blank check is made before the Erase command or EPV
command is executed.

If the result of a blank check indicates OK, erase processing is not executed.

[Read verify after Program check box]

If this check box is checked, write data is sent from the programmer after execution
of the Program command and EPV command, then the data is verified against the
data written to the flash memory.

[Security flag after Program check box] Not usable

[Checksum after Program check box]

If this check box is checked, the flash memory checksum value of the target device is
read from the target device after execution of the Program command and EPV
command.

This value differs from the value displayed in the parameter window of the main
window.

<2> Security flag settings Not usable
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7.4.3 [View] menu

Clicking the [View] menu displays the pull-down menu shown below.
This menu contains commands for setting whether to display the toolbar and status bar.

Figure 30: [\V_iew] Menu

File Device | Wiew Help

(1) [Toolbar] command
Checking the [Toolbar] command displays the toolbar. Unchecking the command hides the
toolbar.

/

» Toolbar
« Statuz Bar

(2) [Status Bar] command
Checking the [Status Bar] command displays the status bar. Unchecking the command
hides the status bar.
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7.4.4 [Help] menu
Clicking the [Help] menu displays the following pull-down menu:

Figure 31: [H elp] Menu

Eile Devies View | Help

= 2
e o

(1) [About FPL] command

The [About FPL] command opens the program entry window as shown below and indicates

the version.
Clicking terminates the display.

Figure 32: About FPL Window

About FPL b x|

E1.60a " ’
Copyright (C} NEC Electronics Corp. 20022006
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7.5 Programmer Parameter Window

This window displays the settings of the programming parameters.

Figure 33: Programmer Parameter Window

Device -

Mame :

CPL Version :
Firm ‘ersion |
ExtCode :
Nendar

Parameter file -

Mame :

Farmat :
Werzion |
Processor Wer.

Laad file -

MName:
Drarte:
Chkzum:
Area

Cionnection to device -

Port:
Speed:
Wdd:
Freq:
Pualtipes:

[Device]
Updated after communication with the target device to display information about the target
device.

[Parameter file]
Updated after [Setup] command execution to display information about a read parameter file.

[Load file]
Updated after [Load] command execution to select information about a selected program file.

[Connection to device]

Updated after [Setup] command execution to display information about the connection with the
target device.
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8. How to use FPL FLASH programming software

This chapter explains the basic operations of the FPL GUI for programming the EB-V850ES/JG3L-EE
board. This chapter covers how to start the system, execute the EPV command, and program the target
V850ES/JG3-L device.

The conditions of the series of operations described in this chapter are as follows:

Hardware configuration of EB-V850ES/JG3L-EE:

Board : EB-V850ES/JG3L-EE
CPU : V850ES/JG3-L
Target device : WPD70F3738

Clock : 5 MHz

Voltage level : 3,3V

Software configuration of FPL:

Parameter file: 70F3738_CSI0.PRM

Clock setting : 5 MHz Multiplied by 4
Port : COMS (38400 bps)
Operation mode:  Chip

Write HEX CountDownTimer.hex
Option setting : Blank check before Erase
(1) Installing the FPL GUI software

)

®3)

Install the FPL GUI software on the host machine you are using, by referring to CHAPTER 6
SOFTWARE INSTALLATION (if the software has not been installed yet).

Installing the driver
Install the USB driver on the host machine you are using, by referring to CHAPTER 6 SOFTWARE
INSTALLATION (if the driver has not been installed yet).

Installing the parameter file
The parameter file for the V850ES/JG3-L device is installed automatically during installation of FPL
GUI, folder <FPL install-path>\PRM. Nevertheless, newest version of parameter file for the
HPD70F3738 device can by download from the NEC Electronics Web site.

Download the parameter file for the PG-FP4 from the following NEC Electronics Web site:

http://www.eu.necel.com/updates

Copy the parameter file downloaded from the NEC Electronics Web site into sub-directory
<FPL.EXE-install-path>\PRM created during GUI software setup (refer to CHAPTER 6 SOFTWARE
INSTALLATION)..
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(4) Connecting and starting

<1> Set the EB-V850ES/JG3L-EE board to the FLASH programming mode by configuring SW1 as
following:

Bit 1 OFF
Bit 2 ON
Bit 3 ON
Bit 4 ON

00000066
50

0812530 TK-BE0AIB3L

® 0006060 ©0)000© 0000
LA HYEV0 1P 90D OV V0P OOV OOODL Y00

<2> <Plug and Play> Connect the EB-V850ES/JG3L-EE board with the host machine via the USB
cable. If the connection was already done, press the reset button SW1 to release the FLASH
programming mode.
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<3> Start the FPL GUI.

Figure 34: GUI Software Startup Screen

=10l

ﬂ Drevice

Mame :

Firrn Wersion :
ExtCode :
“Wendor :

Parameter fila -
Mame :
Farmnat :
Wergion :
Processor Wer.

Load file -
M ame:
Date:
Chbzum:
Area

Connection to dewice -

Part:
Speed:
Ydd:
Freq.:

= Fuiltiply
Kl Ll_l J

Ready l_ l_ l_

(5) Setting the programming environment
<1> Select [Device] - [Setup] from the menu bar.
<2> The Standard dialog box for device setup is activated.

Figure 35: <Standard Device Setup> Dialog Box

I pevice Setup x|

Standard | Advance I

Parameter file | FRHM File Head|

—Host connection————— — Supply ozcillator

Port I_ vI Frequency I bHz
Speed I -I kA ultiply rate I

— Dperation Mode

r" Ehlp Startl VI
™ Block Er‘u:ll vI

~ Area [~ Show Addres

[T Target Reset Message

(] I Cancel
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<3> Click |PRM File Read to open the parameter file selection window.

Select the parameter file “70F3738_CSI0.prm” then click .

Figure 36: Parameter File Selection

open 21 x|
Laak jn: Ilf} Frm j = £5 EF-

File name: | 70F3735_C5I0 Open |
Files of type:  [PRM Files(" PRM) =l Cancel |

4

<4> From the Port list box, select the communication port that matches the host machine being
used. Select the communication speed of the Host connection.

Figure 37: Port Selection

x

Standard | Advance I

Parameter file |?EIF3?3E=_I:SIEI.prm FRM File Fead
—Host connection———— — Supply ozcillator
Fart I COM3 - I Frequency |5.00 bHz

kuiltiply rate |4.EIEI

— Operation kMode

" Black En.jl'lz? vI

£ fea [T Show dddres

k. Cancel

Remark Selectable ports can be checked using Device Manager. For details, refer to
CHAPTER 6.5 Confirmation of USB Driver Installation
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<5> Set "Supply oscillator" according to the specifications of the EB-V850ES/JG3L-EE board,
“Frequency = 5.00 MHz"” and “Multiply rate = 4.00". In "Operation Mode", please
specify the “Chip” mode. The following figure shows the recommended settings:

Figure 38: <Standard Device Setup> Dialog Box after ~ Setting
x|
Standard | Advance I
Parameter file |7"'DF37"'3ELES|D-IJH'I'I PRM Filz Read

—Host connection Supply oscillator

Part ICDM3 vl
Speed |3a4nn vI

Frequency Im tHz
Fultiply rate |4.EIE|

— Operation Mode
Start | ] - I

* Chip
™ Block En.j|'|2? 'I
) frea [~ Show &ddies

ok

Cancel

<6> Switch to the Advance dialog box.

Figure 39: <Advance Device Setup> Dialog Box

E Device Setup

Standard  Advance |

— Command ophions
[+ iBlank check before Eraze

[~ Read verity after Program
[~ Security Hag after Frogran

[~ Checksumn after Pragram

— Security flag settings
[~ Disable Chip Erase

[~ Dizable Block Erase
[~ Disable Fragram

o]

Cancel

<Command options>

Blank check before Erase : Checked
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<7> Click the [OK] button. The GUI software sets the parameters.
When the settings have been completed, the following screen is displayed:

Figure 40: Completion of Parameter Setting

FelrpL =10l x|

File Device Wiew Help

il LY 1D

I.I>> FlashOpenning.... 2| Device
Flash Open DF. Mame :
»>COMMAMD: Device Setup
PRM File Read OK. Firm Wersion :
ExtCode :
Al
. L ————— P ter file—
"PRM File Read OK." is displayed. Wama - ?DFg?ggarE?SFD' "
Farmat ; 0415
Wersion ; 1,00
Proceszsor Yer. 0200
Load il
Mame
- - Date :
The display is updated. Chksum:
Connection to device -
Port:  COM3
Speed 38400
Range Chip
Freq . 500
ultiply - 4.00
o S
Ready

(6) Selecting a user program
<1> Select [File] - [Load].
<2> Select a program file to be written to the target device, then click .

Figure 41: After Downloading

-8l x|

File Device Yew Help

AP RY S 1D

rb> FlashOpenning.... - Device
Flash Open OF. - MName::
> COMMAND: Device Setup
PRM File Fead OK. Firmn Version :
»>»COMMAND: LoadFile Open ExtCode
Success read HEX file. “ardar -
K —— Parameter file
Mame : FOF3738_CSI0
Farmat : 0415

"Success read HEX file." is displayed. \ersion 4100

Frocessor Wer. 0200

Load file—
Mame COUMTDOWMTIMER.

Daate:  2008/07/10 16:35:35
Chlksum : D773k
Aras  O00000k-000740 b

| | Connection to device -
The display is updated. Fot:  COM3

Speed 28400
Range Chip
Freq.: 5.00

b ultiply : 4.00
K1 _>I_I I

Ready |
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(7)  [Autoprocedure(EPV)] command execution
Select [Device] - [Autoprocedure(EPV)] from the menu bar.
When the [Autoprocedure(EPV)] command is executed, Blank Check - Erase - Program and
FLASH Internal Verify are executed sequentially for the uPD70F3738 device.

Figure 42: After EPV Execution

~1of x|

File Device Miew Help

a

FRYE: 1\

chip eraze finils.h.

Ready

'b>EEIMM.-5.ND: AutoFrocedure(Epv] ;I Device
Flash Blark Checking... MName : DFOF3738
not blank, then erase.
Flazh Erazin Firrn %ersion :  1.00

Flazh Programming <20%:...
Flash Programming <305 ..
Flash Programming <40%: ..
Flash Programming <505 ..
Flazh Programming <60%:...
Flazh Programming < 70%&:...

ExtCode : FFO4ECYFh

‘Wendar 10k
————— Parameter file
M arne : FOF3738_CSI0
Faorrnat ; 0415

e i 1 Wersion : W1.00

...finish" is displayed. Processor Yer, D200

Load file—
Mame COUMTDOWMTIMER.F
Date: 20080710 16:35:35
Chhkzum : D779k

Area:  000000h-0007A0H

—— Connection to device
Port:  COM3

Speed 23400
_>I_I l

Range Chip
Freq : 500
rultiply ; 4.00

(8) Terminating the GUI

Select [File] - [Quit] to terminate the GUI software. All settings executed so far are saved in the
FPL.INI file, so that those settings can be reused when the GUI software is restarted.

(9) Execute “CountDownTimer” application
Set the EB-V850ES/JG3L-EE board to the normal operation mode by switching SW1, Bits 1-4, to
OFF. < Plug and Play> the EB-V850ES/JG3L-EE board to start in normal operation mode or press
the reset button SW2 to release the normal operation mode.

(10) Restarting the GUI

When the system is restarted, the same screen as shown in Figure 41 appears.

User’'s Manual U19238EE1V0OUMO0 53



EB-V850ES/JG3L-EE NEC

9. TROUBLESHOOTING

| In driver installation, recognition based on Plug and Play is disabled. |

Cause:

The USB connector may not be inserted normally into the USB port of the personal computer.
Action:

Check that the USB connector is inserted fully into the USB port of the personal computer.
Alternatively, disconnect the USB connector, then insert the USB connector again after a while.

| The driver file cannot be found at a specified location. |

Cause:

The FPL FLASH programming software may not be installed correctly.

Action:

Install the GUI software again by referring to CHAPTER 6 Software Installation

In checking by Device Manager, "USB Serial Port" or "USB High Speed Serial
Converter" is not displayed. Alternatively, the "I" or "x" is prefixed.

Cause:

The USB connector may not be inserted normally into the USB port of the personal computer.
Action:

Check that the USB connector is inserted fully into the USB port of the personal computer.
Alternatively, disconnect the USB connector from the USB port, then insert the USB connector
again after a while.

Cause:

The driver may not be installed correctly.

Action:

<1> When this product is connected to the personal computer, right-click the driver marked
with "I" or "x".
Click when displayed.

<2> On Device Manager, execute [Hardware Modification Scan].

<3> Install the driver again with Plug and Play.

Cause:
The device may not be recognized (in the case of connection with the USB hub).
Action:
Try the following:
» Disconnect the USB connector, then insert the USB connector again.
» Connect the USB connector to another port of the USB hub.
If the same symptom occurs, do not use the USB hub, but directly connect the connector to the
USB port of the personal computer.

When this product is connected with a personal computer, the "Add New Hardware
Wizard" screen is displayed.

Cause:

If the USB connector of this product is not inserted into the USB port used at the installation
time but into another USB port, this product may be recognized as a new hardware item.

Action:

Install the driver by referring to CHAPTER 6.4 USB Driver Installation

User's Manual U19238EE1VOUMO0



EB-V850ES/JG3L-EE NEC

| Communication with the EB-V850ES/JG3L-EE board is disabled. |

Cause:

The driver may not be installed correctly.

Action:

Check if the "NEC Electronics Starter Kit Virtual UART" is installed correctly by referring to
CHAPTER 6.4 USB Driver Installation

Cause:

The COM port selected via the “Port list box” within device setup menu of FPL may not be set
correctly.

Action:

Set the port checked using Device Manager.

Cause:
The EB-V850ES/JG3L-EE board is operating in normal mode.
Action:
Set the board to the Debugging / FLASH programming mode.

Cause:

The PRM file selected in [Device Setup] may be incorrect.

Action:

Use the corresponding PRM file that matches the target device. For information about the PRM
file, refer to CHAPTER 7 FPL FLASH programming software.

Cause:

The setting of "Supply oscillator" in [Device Setup] may be incorrect.
Action:

Make a correct setting according to the specifications of the target device.
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10. On-Board debugging

Before using the On-Board debug function of the EB-V850ES/JG3L-EE board together with the IAR C-SPY
debugger it is necessary to install the USB driver first. The EB-V850ES/JG3L-EE starterkit uses a monitor
program for debugging purpose. The communication between the starterkit and the IAR C-SPY debugger -
that is running on the personal computer - is done via the standard UART / USB connection. The monitor
program is automatically downloaded to the starterkit in that case when the V850ES/JG3-L internal FLASH
memory was erased by the user i.e. by using the FPL. Therefore the user has not to take care about the
monitor.

For communication interface the build-in UARTAO of the VB50ES/JG3-L device is used by the monitor.
Consequently it can not be used by the user application.

To set the EB-V850ES/JG3L-EE starterkit to the On-Board debug mode configure SW1 as following:

Bit 1 OFF
Bit 2 ON
Bit 3 ON
Bit 4 ON

0812530 TK-850/063L

e

A A HY25V0 u;ooooooooooooooaooooooeaoo50
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10.1 Monitor resources

The debugging feature of the EB-V850ES/JG3L-EE starterkit has been realized by a monitor program that is
running on the V850ES/JG3-L device. Therefore, the following resources are reserved by monitor and can
not be used by a user program.

10.1.1 UARTAO

The UARTAO of the VB50ES/JG3-L device is reserved for the monitor program and can not be used by a
user program.

V850ES/JG3-L UARTAO UAORMK P30 / TXDAO
(LPD70F3738) P31 / RXDAO

Additionally, please note the following points:

» Do not change the control registers of UARTAO.

« Do not change or disable the interrupt control / mask flags of UARTAO.

» Do not change the port mode or port mode control registers for port bits P30 and P31.

« Debugging functions like forcible break (debugger stop command) do not operate normally in the
following states where the clock supply to UARTAQO is disabled:

= IDLE mode
= STOP mode
= Main oscillation (fx) is stopped.

10.1.2 Interrupt vectors
The following interrupt vectors are used by the monitor program and can not be used by a user program.

V850ES/JG3-L 0x0060 DBTRAP debug interrupt vector

(LPD70F3738) 0x0310 UARTAQO receive interrupt vector
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10.1.3 Reset vector

When a user program is downloaded by using the IAR C-SPY debugger, the reset vector (address 0x0000)
of the user program is replaced by the one of monitor program. The debugger moves the reset vector of the
user program automatically to address 0x0004. The correction of the relative jump address is also done
automatically by the debugger.

Example:
0x0000 MOV  _start, R31 0x0000 JR monitor
0x0006 JMP  R31 0x0004 MOV _start, R31
0x0008 0x000A JMP  R31

10.1.4 Memory area

The monitor program is located in the highest FLASH block of the V850ES/JG3-L device. Only 2 kByte of
memory are allocated by the monitor program. Moreover, the monitor reserves 10-16 bytes of the global
stack area by halting the user program, caused by a forcible break (debugger stop command) or a software
breakpoint.

10.1.5 Clock operation

After releasing a reset, the monitor program sets the operation clock of the CPU to the maximum speed of
20 MHz. The monitor program switches also to the maximum CPU speed of 20 MHz when releasing a
forcible break (debugger stop command) or when the user program execution is stopped caused by a
software breakpoint. After the user program execution is restarted (debugger go command) the monitor
restores the previous CPU operation clock setting.

Note: Do not change the frequency of the external oscillator connected to the X1 and X2 pins.
The baud rate calculation for UARTAO is based on a 5 MHz input frequency, otherwise no
communication to the EB-V850ES/JG3L-EE starterkit can be established.

10.1.6 Other limitations

The watchdog timer 1 and 2 can not be used. Please be sure to set the option bytes of the V850ES/JG3-L
device accordingly to allow the watchdog timer disable.

The forcible break (debugger stop command) can not be used when the global interrupts were disabled by
the user program (DI instruction).
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10.2 1AR sample session

When everything is set up correctly the IAR Embedded Workbench can be started. To do so, start the
Embedded Workbench from Windows “Start” menu > “Programs” > folder “IAR Systems” > “IAR Embedded
Workbench Kickstart for V850”. The following screen appears:

A 1aR Embedded Workbench IDE 8 [ [ 3

File Edit Wiew Project Tools ‘Window Help

Dedd &) Belo o Z4Y G o Eb|EERS|D

Embedded Workbench Startup x|

Lreate new praject in curent workspace
Add ewisting project ta current work space

Open exizting work space

Example applications

Becent workspaces:

I~ Do ot shov this window at startup

| I I N | =

Ready

Figure 43: IAR Embedded Workbench

Now select the option “Open exiting workspace” from the “File” menu and locate the sample project. Open
the file “EB_V850ESJG3 L _EE.eww”. This is the workspace file that contains general information about the

demonstration projects and settings.
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After the demo workspace has been opened the projects contained in the workspace are displayed. Now
click on the little “+” sign next to the “Reaction Time” project to show files that were part of the project. The

screen should now look similar

to this:

% TAR Embedded Workbench IDE ol

Fle Edt View Project Tools indow Hel

DedG & =R«

4 KSpace:
WEGTERS
ReactionTime - Debug

| Files

B [EEB_V450ESJG3_L EE
(P CodeChecker - Debug
(P CountDownTimer - Debug
fPElectranicDice - Debug
(P LightShow - Debug
Lo P ReactionTime - Debug
Binitc
R interuptc
B rsu.s8s
Laoutput

Dwerview | CodeChecker | CountDawnTimer | Election 4 | »

Ready

=10l x|
Ip
|l Ay s nfeseh [T 0N LD
= T | %
i i =
| = | R, | /7 main function
4
i1 void nein{ void )
4 ¢
v unsigned char i;
v _ DIy /7 disable all interrupts
v vHardwareInit|) // peripheral settings
vSoftwareInit|) ; /7 variable Initialization
__EX(); // enable a1l interrupts
STARTTIMERO; #F start Timer 1
while {TRUE)
{
wFlashLED (2) : // signal Program start
TRIGGERND /¢ trigger wetchdog
if (bKeysWaFlay==1){ /7 wait for key-stroke of KeySWd
wilait25 (ucRandom(]) 2 /7 wait 2 randem time 0.60 ... 3.46 £
STARTTIMERL : /7 start Timer:
uCLEDE=0%FE ; o
bReySU4Flag=0; /7 reset KeySWd Flag
i=n;
while ((i<9)ss bKeyST4Flag==0){
wWaltzZ5(Z); A wait §ims
uclEDs = LED segout(i); / switch mext LED on
it
i
bReySUaFLag=0; /7 Reset KeySW3 Flag
while (hEeySU3Flag==0) { /7 Wait for key stroke of KeySws
TRIGGERWD ; // trigger wetchdog
+
ucLEDS=0xFF; /7 Clear 211 LEDs
bReySUAFLag=0; /7 Reset KeySWd Flag
bKey$U3Flag=0; // Reset KeySW3 Flag
¥
}
i
lrol (<] | B
n, Calt =

Figure 44: IAR project workspace

As a next step check some settings of the IAR Embedded Workbench that have to be made for correct
operation and usage of the On-Board debug function of the EB-V850ES/JG3L-EE board. First highlight the
upper folder called “Reaction Time — Debug” in the workspace window. Then select “Project” > “Options”
from the pull-down menus. Next select the category “Debugger”. Make sure that the driver is set to
“MINICUBE” in order to use the On-Board debug function of the EB-V850ES/JG3L-EE board.

Options for node “"ReactionTime™

x|

Category:

General Options
)C++ compiler
Assembler
Custom Build
Build Actions
Linker

E Debugger

IE-sxx [ 55-WES0
IECLEE
MIMICLUEE
M-Yire OCD
R.OM-Monitor
Simulator
TK-ME50

Setup I Extra Dplionsl Pluginsl

Factory Settings

4

IIWEUBE

Select
“MINICUBE” to
use On-Board
debugging.

¥ Funta

Imain

— Setup macio

™ Use macro file

r— Device description fil

[ Overide default

I$TDDLKITfDIF|$\CDNFIG\DDF\io?DfS?BS.ddf

[

Cancel |

Figure 45: |IAR debugger options 1/2
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Before using the On-Board debug function it is necessary to configure the MINICUBE debugger settings
accordingly. Please check “Use MINICUBE2 (MINI2)” to enable the On-Board debug function.

Options for node "ReactionTime" |

Categony: Factory Settings

General Options
CJC++ compiler
Assembler
Custarm Build Getup |
Build Actions

Linker Download Speed
Debugger ’7 [ Suppress ’7  0kHz Check

[0 | 554850 i & =
IECLEE I erity Al — “Use MINICUBE?2
(MINI2)”

MINICLBE
N-viire OCD [~ Erase entire flash memary ¥ Use MINICUBEZ (MINIZ)
ROM-Monitor
Sirmulator
TE-4E50

™ Use commurication log file
[$FRE_DIR$espycomm log J

"Commumicalian log

Caniel |

Figure 46: |IAR debugger options 2/2

Next the correct linker settings of the demo project will be checked. This can be done in the “Linker” category
as shown below. Select the “Config” tab and check that the linker command file “Ink70f3738.xcl” is selected.
This file is used by the linker and contains information on where to place the different sections of code and
data that may be used within the demo project:

Options for node “ReactionTime"™ x|

Category: Factory Settings |

General Options
CIC++ compiler
Assembler
Custom Build Dutputl Extra Dutputl ﬁdalinel Diagnost\csl List Config |Proce;|_’|
Build Actions Linker command file
77 verids defauit
Debugger [$PRO._DIRCLN kT OF738 el J
IE-xxx | 55-¥B50
IECLEE
MIMICUBE
H-Wire OCD [ Override default program entiy
ROM-Monitor & Ertiy [abe] I_program_start
Sirnulakar ! Defined by applization
TE-%E50 Search paths: [one per ing]
|$TDDLK\LDIH$\LIB\ il
Faw binary image
’7 File: Symbol:  Segment  Align:
| ]

Ok | Cancel |

Figure 47: IAR Linker options
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Now after everything has been setup correctly it's time to compile and link the demonstration project. Close

the Options menu and select “Rebuild All” from the “Project” menu. If the project is compiled and linked
without errors or warnings it can now be downloaded to the EB-V850ES/JG3L-EE board and debugged.

To start the IAR C-SPY debugger select the option “Debug” from the “Project” menu or press the ( @)
“Debugger” button. In the next step the MINICUBE2 hardware setup has to be configured before downloading

a new application. Press the OK button to enter the hardware setup menu. Set the configuration as show in

the figure below and start the download by pressing the OK button.

A7 1AR Embedded Workbench IDE

=10 x|
File Edit Mew Project Tools Window Help
D s FBelo o F4S S =Fepdh|ENES0)
[Workspace x = | - x
— achin
IHeactinnTime - Debug j A

Files EEES

¢ main function

= ElER_VOSESIGI_L_EE

Hardk Setup for MINICUBEZ ¥850E5 (DF3738) p.S
B9 CodaChacker-Debug PRIl 1>" tware Setup for MINILUE? ¥850ES (DF3738) ]
B CountDown Timer - Debug v - CPU mod Clock oK
EPElectronicDice - Debug v [Erge chip =] | | Main0OSC(MHz) Rate |—|
(P LightShow - Debug v [som ] [ =] Cancel | ntarrupts
L& fReactionTime - Debug v - ID code Sub OSC (ki) ttings
init.c FFFFFFFFFFFFFFFFFFF |__| falization
o I
interupt.c i - Default | terrupts
reactime.c e > = S
T - Fenphierals i debug Clack indebug——— 1 Target connection
(1 Output & Hunning ' bain OSC UAFTAD =
7 Stopped " Current OSC pe start
T ; — Hog
Fir mask Combabreak s troke of Keyswd
| e Nz ¥ HOLD ¥ RESET € Enabled time .60 ... .45 &
| CA T ¥ BEINT | ¥ 57aR £ Disatied
i~ Memory map Flag
Start address:  Length [Kbytes):  Type: Access size:
b I ;I I LI HAutD :I
= AT ED on
I3FFFF Internal ROM 256 KB Auto Modif
FFEFFF Intemal Rt TEKE suto $I o
Overview I deeCheckerI CountD awnTirmer I Electron 4 I Ll_l
| Messages Fremaie | File | Line |2
4102 bytes of DATA memory (+ 35 absal
16 bnytes of COMST memory _Feevedi]
Errars: none
“Warnings: none
Total number of errars: 1
Tatal number of warnings: 0 j
Ready |Errors 0, Warnings 0 | =

Figure 48: MINICUBE2 hardware setup m enu
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Now the debugger is started and the demo project is downloaded to the EB-V850ES/JG3L-EE board. In other
words, the FLASH memory of the VB50ES/JG3-L device is reprogrammed with the user application. The
progress of downloading is indicated by blue dots in the MINICUBE2 Emulator window.

1AR Embedded Workbench IDE

5 [ 5
Fils Edt Mew Project Tools Window  Help
Ned@ S iBRlo o] A4y w2 uFe s db[BURS (D
[Workspece.___ = | “x
aa———
IHeactlonTlme -Debug
Files | g:| B A ma2in function =
= [BIEE_VB50ES.GI_L_EE i
I CodeChecker - Debug v S
B CountDownTimer - Debug v {
[PElectronicDice - Debug v unsigned char i;
[PLightshow - Debug v DIy i disable all interrupts
I—E fIReactionTime - Debug v v_HardwareInit,(] : A peripheral settings
[ initc wioftwareInit(); /7 variable Initialization
[ interrupt.c __EI(); #¢ enable all interrupts
[ reactime.c STARTTIMERD ; S/ start Timer 1
B rsusas wiile (TRUE)
3 0utput {
wFlashLED (2] A4 signal Program start
s Shoipigger watchdog
it for key-stroke of KeySwd
Pragramming flash .. it @ random time 0,50 ... 3.45 s
art Timers
] ]
et KeySWd Flag
i=0;
while |(i<D0)&s bEeySW4Flag==0){
vilaitZ5(2) ; A4 wait Soms
ucLEDs = LED_segout(i); // switck next LED on
i+
Dverview | CodeChecker | CountDawnTimer | Election ¢ | +] 15l (4] . | _,lll
e | Messages File | Line |ﬂ
Building configuration: ReactionTime - Debug
Updating build tree...
init.c
iccviibl exe Wduenapbischmitzh EB-VERIES JG3L-EE SampleFrogramsiFReaction Time Measurementisourcetinit.c -1
-mt—code_model normal -oduenapbischmitzh EB-B50ESJG3L-EE SamplePrograms\Reaction Time Measurementy
DebughObj,—no_cse —no_unroll —no_inline —no_code_motion —no_thaa —debug —lock_regs 0
—migration_preprocessor_extensions —dlib_config ChProgram Files\AR Systems\Embedded Workbench Kickstart 5.04
wBROLLIBNDIBEethin b -2 -l \duenapbschmitzt EB-VBR0ESJGIL-EE SampleProgramsiReaction Time MeasurarnentMNCy
-l CAPronrAm Filesl AR Swuatama\Fmbaddad vinrkheanrh Kickatar B M ARMINT -1 ;I
Ready [Ervors 0, Warrings 0 | l_ l_ [ rg i

Figure 49: IAR project download
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After the download was completed all debug features of IAR C-SPY debugger are available, i.e. Single

Stepping (Step Over/-In/-Out), Go, Stop, Breakpoints, Register / Memory view etc.

To get more details on the debugger configuration and capabilities please refer to the “v850 IAR Embedded

Workbench IDE User Guide” of the IAR installation.

% 1AR Embedded Workbench IDE = O] x|
File Edit View Project Debug Emulstor Tools MWindow Help
D@ &|sm=io | Ay e uEe e ah HmUES (R
S8 2R E B
jotei ne.c
IHaactiomTimarDebug ;I i j Galo I_ j
Files [ai[m] | o mein function 00000664 07408002 ﬂ
Frg Humber—
=] EB_VSSUESJ... 000006EBE OEO100FF
while{Number » 0}
ﬂgodeghec... v & void nain( void J 00000652 0081 &
& @CounDow.. | v { DODDDESE 0AEL
ﬂE\edmmc.. v vSTyned chat @ 00000636 F5A3
DPLightShow .. v DI(): ¢ disable all interrupts STOFTIHERL
& fPReaction... v vHardwareIniti) : /¢ peripheral settings DDEQ?E?E BFCOFSA0
wioftwareInit(); ## variable Initislization 0000069C OO7F
_EIiN: #¢ enable 211 interrupts 000006SE FFFF DB 0=
STARTTIMERD; /7 start Timer 1 void main{ woid |
while (TRUE]

13
vFlashlED (2] ;
TRIGGERUD
if (bKey3W4Flag==1){

## 8ignal Program start
A5 trigger watchdog
A7 wait for key-stroke of KeySWd

vWaitis (ucRandon() ) ; A£F wait @ random time 0,50 ... 5.46 8
STARTTIMERL; £F start Timer?

ucLEDs=0xFE; P

bEey3WdFlag=0; 7/ reset KeySWwd Flag

i=0;

while ((i<9)&s bEeySl4Flag==0){

wilait25(2); A wait Elms
uclEDs = LED_segoutii); ~~° switch next LED on

Jfal 141 |

Overview | CodeChecker | £ | »]

o

oooooe 7ED0160
yHardyarelnit ()
000006AR FFEFFERSR
woof twarelnit ()
000006AC FFEFFF48
110

__EI() .
000006BD B7E0016D

STARTTIMERD:
0o0006B4 3FCOFSY9D
0o0o0eBE 1595

TRIGG
000006BA DE2000AC

Hi 0 i

Lo

FriJul 11 14:16:45 2008: AR C-SPY Processor Descriptor for Y350 Y3.504

FriJul 11 14:16:48 2008: 1AR C-5PY MINICUBE2 Driver for w850 W3 504 [Kickstart 16K]

FriJul 11 14:16:50 2008: %850 All Flash Executorv1.83 Copyright 2008 / V850 Mob2jg3_uartal.mon Y1.13 Copyright 2008
Diesvice chipname: uPD?OF3738(f3738). file wersion: 1.00

Eoardinfo: 00018004, product id: 4100 versian: A firmware version: 04.05

FriJul 11 14:16:52 2008: Target reset

FriJul 11 14:16:52 2008: Loaded debugee: Yyuenapbischmitzt EB-I50ESJG3L-EE SampleProgramsiReaction Time MeasurementDebughExe\ReactionTime.dgh

Debug Log | Build

Ready ILn 186, Col 1

Figure 50: IAR C-SPY debugger
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11. Sample programs

11.1 General Introduction

Each of the sample programs is located in a single directory, which will be called main-directory of the sample.

This main directory of each sample contains the complete project inclusive all output files of the development
tool. The workspace file “EB_V850ESJG3_L_EE.eww " is located on top of the sample program directories.
All sample programs use the same directory structure:

‘2 Count Down Timer V850ES/JG3-L project and output files

2 Debug debug output files for IAR C-SPY debugger
Mine C header files

1 Release release output files, i.e. Intel HEX file

3 settings configuration files, IAR Embedded Workbench
J source C source files

(1 xel Linker control file

CountDownTimer.dep dependency information file, IAR Embedded Workbench

CountDownTimer.ewd project setting file, IAR C-SPY debugger

CountDownTimer.ewp project file, IAR Embedded Workbench

1 Electronic Dice V850ES/JG3-L project and output files
1 Entrance Code Checker V850ES/JG3-L project and output files
| Lightshow V850ES/JG3-L project and output files

1 Reaction Time Measurement | V850ES/JG3-L project and output files

EB V850ESJG3 L EE.eww workspace file, IAR Embedded Workbench V850

Table 16: Example directory structure

The main directory contains only the project files for the IAR Systems Embedded Workbench. All source files
are located in the directory / sour ce and the / i nc directory contains the header files. The / xcl directory
contains the linker control file of the VB50ES/JG3-L device. Each sample project uses two targets. One target
is the “Debug” (directory / Debug) that holds all information for debugging purpose and the other one the
“Release” target (directory / Rel ease) contains the programmable file, i.e. the Intel HEX file, for
programming the V850ES/JG3-L internal FLASH memory by using the FPL software.

All output files of the development tools for the corresponding target are generated in the directories / Debug
and / Rel ease.

For details of using the IAR Embedded Workbench and the IAR C-SPY debugger please refer to the “v850
IAR Embedded Workbench IDE User Guide”.
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11.2 Count Down Timer

With this sample program the board can be used as a count down timer. After the signal for program start the
program waits for the input of the counter time, which can be set by key SW3. Each key press increases the
time by 60 seconds. The current time is shown by the 7 segment LED in units of minutes. A press of button
SW4 starts the timer, which is shown by the flashing dot of the 7 segment LED.

After the selected time is finished, the 7 segment LED flashes for 3 minutes. Then the program goes to stand
by modus. A key press during countdown time or stand-by-modus sets the program to input mode again.

Timer P1 is working in the modus ‘clear and start on match between Timer P1 (TMP1) and TP1CCRO'.

According to the selected operating frequency and the value of the compare register TP1LCCRO Timer P1
generates a 25ms timebase. Timer P5 is used for key debouncing of buttons SW3 and SWA4.

Timer P1 (TMP1) LED U3 timer.c Main function
Timer P5 (TMP5) Button SW3 init.c Hardware and bit initialization
Button SW4 interrupt.c | interrupt functions
rsu.s85 ID code and option byte setting

11.3 Electronic Dice

This sample program simulates a dice. After the program-start-signal, the program waits for a press of button
SW4. After an animation of a rolling dice a random number between one and six is generated and shown on
the 7 segment LED.

The ‘random’ number is generated by a transformation of the timer value of Timer TMPO to a number
between one and six. The Timer TMP1 is working in the interval timer mode to generate a 25ms timebase.
Timer P5 is used for key debouncing of button SWA4.

Timer PO (TMPQ) LED U3 dice.c main function
Timer P1 (TMP1) Button SW4 init.c Hardware and Bit initialization
Timer P2 (TMP5) interrupt.c | interrupt functions

rsu.s85 ID code and option byte setting
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11.4 Entrance code checker

This sample program waits for a sequence of five keystrokes. If the input sequence matches the predefined
sequence, the 7 segment LED displays “O” and the port P4.1 is switched ON for 5 seconds. Otherwise, the 7
segment LED flashes “F” five times. Then the program waits for a new input sequence. The code sequence
is stored in the array ucCode. The default sequence is Button SW4 - Button SW4 — Button SW3 - Button
SW4 — Button SW3. During input of the entrance code the 7 segment LED shows the accepted key press.

The Timer P1 (TMP1) is working in the modus ‘clear and start on match between TMP1 and TP1CCRO'.
According to the selected operating frequency and the value of the compare register TP1CCRO, a 25ms
timebase is generated.

Timer P1 (TMP1) LED U3 codechecker.c | Main function
Button SW3 init.c Hardware and bit initialization
Button SW4 interrupt.c interrupt functions
rsu.s85 ID code and option byte setting

11.5 Lightshow

This sample programs plays one of five predefined lightshows. After the program-start-signal, the program
plays the first lightshow. By pressing button SW4 the next show is selected. Button SW3 selects the previous
show.

Timer P1 (TMP1) is working in the modus ‘clear and start on match between TMP1 and TP1CCRO'.
According to the selected operating frequency and the value of the compare register CCRO, Timer TMP1
generates a 25ms timebase.

Timer PO (TMPQ) LED U3 Ishow.c Main function
Timer P1 (TMP1) Button SW3 init.c Hardware and bit initialization
Button SW4 interrupt.c Interrupt functions
sequences.c Lightshow sequence definitions
rsu.s85 ID code and option byte setting

User's Manual U19238EE1VOUMO0

67



EB-V850ES/JG3L-EE NEC

11.6 Reaction time measurement

This sample program demonstrates a reaction time measurement. After a press of button SW4 the
application waits for a random time between 0.50 and 3.45 seconds. Then the 7 segment LED is switched on
and measurement starts. Until the next keystrokes of button SW4 every 50 ms the counter value is
incremented and the actual count value is displayed by the 7 segment LED. Pressing button SW3 starts a
new measuring cycle.

Timer PO (TMPOQ) LED U3 reactime.c | Main function
Timer P1 (TMP1) Button SW3 init.c Hardware and bit initialization
Button SW4 interrupt.c Interrupt functions
rsu.s85 ID code and option byte setting
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12. Cables

12.1 USB interface cable (Mini-B type)

IS =m—

Series “A” Plug Series "Mini-B” Plug

Series "A" Plug  Series "Mini—-B” Plug

E—

i

O
e O |

=
]

Figure 51: USB interface cable (Mini-B type)
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13. Schematics
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Figure 52: EB-V850ES/JG3L-EE board schematics 1/2
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Figure 53: EB-VB850ES/JG3L-EE board schematics 2/2
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