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This equipment complies with the EMC protection requirements

WARNING

This is a ‘Class A’ (EN 55022: 1994) equipment. This equipment can cause radio
frequency noise when used in the residential area. In such cases, the user/operator of
the equipment may be required to take appropriate countermeasures under his
responsibility.

EEDT-ST-001-10

CAUTION

This equipment should be handled like a CMOS semiconductor device. The user must
take all precautions to avoid build-up of static electricity while working with this
equipment. All test and measurement tool including the workbench must be grounded.
The user/operator must be grounded using the wrist strap. The connectors and/or
device pins should not be touched with bare hands.

EEDT-ST-004-10

Windows95, Windows98 and Windows NT4.0 are registered trademarks of Microsoft Corporation in the
United States and/or other countries.
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1. Introduction
This document describes the hardware installation of the PCI interface board IE-70000-PCI-IF-A.

This product is an interface board for the NEC IE series in-circuit-emulators. The board is used on IBM
compatible PC’s.

Device drivers must be installed from the attached IE-PC Driver Installation Disk.

Note: It is recommended to follow below given order of installation:

1. Device Driver(s) for interface card
2. Interface card hardware installation
3. Debugger installation

1.1 Outline
Correspondence In Circuit Emulator and OS driver support:

Win2000 Win-NT Win ME Win 98 Win 95 Win 3.x
-R / -R-A type:

IE-78001-R-A - / � - / � � / � � / � � / � - / -
IE-784000-R - / � - / � � / � � / � � / � - / -

NS type:
IE-78K0S-NS-A - / � � / � � / � � / � � / � - / -
IE-78K0-NS-A n.a. / � n.a. / � n.a. / � n.a. / � n.a. / � - / -
IE-78K4-NS � / � � / � � / � � / � � / � - / -

V850x type:
IE-703002-MC n.a. / � n.a. / � n.a. / � n.a. / � n.a. / � - / -
IE-703102-MC n.a. / � n.a. / � n.a. / � n.a. / � n.a. / � - / -
IE-V850E-MC n.a. / � n.a. / � n.a. / � n.a. / � n.a. / � - / -
IE-V850E-MC-A n.a. / � n.a. / � n.a. / � n.a. / � n.a. / � - / -
IE-70000-MC-NW-A n.a. / � n.a. / � n.a. / � n.a. / � n.a. / � - / -

Table 1: OS driver support

Note: Table entries show support for 16bit debugger / 32bit debugger.

Used hardware resources:
I/O address 0000h to FFFFh
Interrupt unused
Memory 80h bytes used
Power consumption +5V, max. 300mA
PCI Revision 2.2 or less

1.2 Package contents
PCI board 1pcs.
8-bit connector board 1pcs.
32-bit connector board 1pcs.
Installation Guide 1pcs. (this information)
IE-PC Driver Installation Disk 1pcs.
IE-PC Driver Installation Guide 1pcs.
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2. Board installation

Figure 1: PCI Connector board

2.1 Switch setting
There is no setting of switches on the IE-70000-PCI-IF-A necessary.

2.2 Connection of the 8-bit or 32-bit connector at the IE-70000-PCI-IF-A
The 8-bit connector is already connected to the IE-70000-PCI-IF-A. Depending on the cable between
emulator and IE-70000-PCI-IF-A it is necessary to change to the 32-bit connector. When the 8-bit or 32-bit
connector board is after a change is connected to the IE-70000-PCI-IF-A, the boards have to be fixed with
the screws.

Correspondence In Circuit Emulator and connector board:

8-bit connector board 32-bit connector board
-R / -R-A type:

IE-78001-R-A � -
IE-784000-R � -

NS type:
IE-78K0S-NS � -
IE-78K0-NS-A � -
IE-78K4-NS � -

V850x type:
IE-703002-MC � -
IE-703100-MC � -
IE-V850E-MC - �

IE-V850E-MC-A - �

2.3 Insert the PCI card into the PC
Make sure that the power is switched off before opening the PC. Install the interface board in the PCI bus
slot by following the instructions in the PC’s manual.
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2.4 Board handling precautions

• Do not place heavy objects on or apply pressure to the board.
• Do not drop the board or subject it to excessive vibration or shock.
• When removing a cable, do not pull it by the cord.
• Do not use or keep the board in a hot, humid or dusty environment or in a location where it is directly

exposed to sunlight.
• Avoid subjecting the board to extreme changes in temperature or humidity.
• Do not spill drinks or other liquids onto the board or its accessories.
• Do not connect a cable for a different product to the connector.
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