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TOP SIDE SILKSCREEN

TOP SIDE SOLDERNASK

2. LAMINATE MATERIAL SHALL MEET THE REQUIREMENTS OF IPC 4101

TYPE FR4 PER STACKUP DETAIL,

OR EQUIVALENT.
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4. HOLE DIAMETERS ARE AFTER PLATING, 001 MINIMUM
BOTTOM SIDE SILKSCREEN 5. SILKSCREEN BOTH SIDES USING EPOXY BASED, WHITE NON-CONDUCTIVE STLKSCREEN
NOTE: LEGEND SHQULD BE REMOVED FROM ANY CONDUCTIVE SURFACE
UNLESS OTHERWISE SPECIFIED.
VIEW A-A 6. ETCH VENDOR ID, UL DESIGNATION AND DATECODE ON THE BACKSIDE
- 7. SOLDER MASK BOTH SIDES GREEN USING LIQUID PHOTO IMAGEABLE METHOD
8. ALL ATWORK MEDIA SHALL BE SUPPLIED BY PACTRON. NO CHANGES WILL BE
ALLOWED WITHOUT SPECIFIC APPROVAL FROM IDT ENGINEERING
9. BOARD DIMENSIONS ARE IN INCHES [MM].
10. BOARD TO BE SCORED AT THE LOCATIONS INDICATED
= 1.57 [40] = 11. 8 AND 10 MILS HOLE NEED TO BE NON CONDUCTIVE FILLED
DRILL CHART: TOP to BOTTOM
ALL UNITS ARE IN MILS
2 56 0657 FIGURE SIZE TOLERANCE PLATED | QTY
. 8.0 +3.0/-3.0 PLATED 104
CORING REQUIRED FROM TOP & BOTTO) . 10.0 +3.0/-3.0 PLATED 12
. 25.0 +3.0/-3.0 PLATED 2
.98 [25] 40 .0 +3.0/-3.0 PLATED 2
. 40.0 +3.0/-3.0 PLATED 18
. 33.465x25.591 +3.0/-3.0 PLATED 2
[ ] 59.055x32.48 +3.0/-3.0 PLATED 2
.83 [211]
FAB
UNLESS OTHERWISE SPECIFIED
DIMENSIONS ARE IN INCHES. [Cpecke @D@ www.IDT.com
TOLERANCES ®
VIEWED FROM TOP SIDE S0 bectuncs
PCB, FABRICATION,
IDTP9235A-R EV BOARD
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