Outline

When using the C/C++ compiler package for the SuperH RISC engine family, note the following point.

1. Note regarding the floating-point operation within interrupt functions (SHC-0101)

   Note: The number following the note is an identifying number for the note.

1. Note regarding the floating-point operation within interrupt functions (SHC-0101)

1.1 Applicable Products

   All versions of the C/C++ compiler package for the SuperH RISC engine family

1.2 Details

   For the floating-point operation within interrupt functions under the conditions described below, general illegal instruction exceptions may occur or the results of the operations may be incorrect.

1.3 Conditions

   The problem may occur when all conditions listed below have been met.

   (1) One among sh2afpu, sh4, and sh4a is specified for the -cpu option.
   (2) Either of the following (A) or (B) is met.
      (A) All conditions listed below are met.
         (A1) The -fpu option is not specified. * “Mix” is selected on HEW.
         (A2) A single-precision floating-point operation is performed within the interrupt function.
         (A3) No double-precision floating-point operation is performed within the interrupt function, or it is performed but the single-precision floating-point operation preceded it.
         (A4) Either of the following conditions is met within a program in which interrupts occur (i.e. the program to be interrupted).
            ● A double-precision floating-point operation is performed.
            ● At least one among the fprintf(), printf(), sprintf(), vfprintf(), vprintf(), and vsprintf() library functions is used with one among %g, %G, %f, %e, and %E used to specify a format.
      (B) All conditions listed below are met.
         (B1) -fpu=single is specified.
         (B2) A single-precision floating-point operation is performed within the interrupt function.
         (B3) At least one among the fprintf(), printf(), sprintf(), vfprintf(), vprintf(), and vsprintf() library functions is used with one among %g, %G, %f, %e, and %E used to specify a format within a program in which interrupts occur (i.e. the program to be interrupted).

[Example 1] *Only for the case where the -fpu option is not specified

```c
/* tp.c */

#pragma interrupt hundlerFunc

float fff;
double ddd;

void hundlerFunc(void) {
    fff = fff * 7.0f; // (A2)(A3)
}```
return;
}

void mainFunc(void) {
    ddd = ddd * 3.0;   // (A4)
    return;
}

[Example 2]

/* tp2.c */
#include <stdio.h>
#pragma interrupt hundlerFunc

float fff;

void hundlerFunc(void) {
    fff = fff * 7.0f;     // (B2) or (A2)(A3)
    return;
}

void mainFunc(void) {
    printf("%fn", fff);  // (B3) or (A4)
    return;
}

1.4 Workaround

When the -fpu option is not specified, set the precision mode of the FPSCR to single-precision mode (0) at the entry to the interrupt function.

Example:
    set_fpscr(get_fpscr()&0xFFF7FFFF);

When -fpu=single is specified, save the state of the PR bit of the FPSCR at the entry to the interrupt function, and set the precision mode to single-precision mode (0).

In addition, restore the state of the PR bit at the exit from the interrupt function.

Example:
    Entry to a function
    int original_fpscr = get_fpscr();
    set_fpscr(original_fpscr&0xFFF7FFFF); // Set to single-precision mode.
Exit from a function

    set_fpscr(original_fpscr); // Restore the precision mode.
    return;

1.5 Schedule for Fixing the Problem
There is no schedule for fixing this problem.
### Revision History

<table>
<thead>
<tr>
<th>Rev.</th>
<th>Date</th>
<th>Page</th>
<th>Description</th>
<th>Summary</th>
</tr>
</thead>
<tbody>
<tr>
<td>1.00</td>
<td>Mar.16.22</td>
<td>-</td>
<td>First edition issued</td>
<td></td>
</tr>
</tbody>
</table>

Renesas Electronics has used reasonable care in preparing the information included in this document, but Renesas Electronics does not warrant that such information is error free. Renesas Electronics assumes no liability whatsoever for any damages incurred by you resulting from errors in or omissions from the information included herein.

The past news contents have been based on information at the time of publication. Now changed or invalid information may be included.

The URLs in the Tool News also may be subject to change or become invalid without prior notice.

---

**Corporate Headquarters**

TOYOSU FORESIA, 3-2-24 Toyosu,  
Koto-ku, Tokyo 135-0061, Japan  
www.renesas.com

**Contact information**

For further information on a product, technology, the most up-to-date version of a document, or your nearest sales office, please visit:  
www.renesas.com/contact/

**Trademarks**

Renesas and the Renesas logo are trademarks of Renesas Electronics Corporation. All trademarks and registered trademarks are the property of their respective owners.